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CAST STONE QUATREFOIL

AS MFG. BY SUN PRECAST CO.,INC.

4051 RIDGE ROAD

BEAVER SPRINGS, PA 17812

Tel: (570) 658-8000

Fax:(570) 658-8008

COLOR: TERRACOTTA

ALL JOINTS SHALL BE SEALED WITH

NON-SHRINKING CAULK TO MATCH CAST STONE COLOR.

THE QUATREFOIL SHALL BE CAST IN 8 SECTIONS

TOTAL 4 - LEFT/ 4 - RIGHT SECTIONS

SHOP DRAWINGS, INCLUDING DIMENSIONS, SHALL BE

SUBMITTED FOR APPROVAL PRIOR TO FABRICATION.

QUATREFOIL SHALL BE SET IN 1" THK. MORTAR BED.

CAST STONE QUATREFOIL

CONCRETE PAVEMENT OR

HERRINGBONE PAVER PATTERN

4" THK. CAST STONE QUATREFOIL

1" THK. MORTAR SETTING BED

CONCRETE PAVEMENT (TYP.)

COMPACTED SUBGRADE

COMPACT TO 95%

6" THK. DENSE GRADED AGGREGATE (TYP.)

TOPSOIL

CONCRETE PAVERS (TYP.)

PAVE EDGE RIGID EDGE RESTRAINT

 (TYP.)

SIZE: 1.7" x 3.7"

EDGE RESTRAINT SHALL BE ANCHORED WITH 3/8" DIA. x 10"L. STEEL SPIKE @ 12" O.C.

STEEL SPIKE SHALL BE EMBEDDED INTO BASE COURSE AS SHOWN.

AS MFG. BY: PAVE TECH INC.

P. 952.226.6400

INSTALL PER MANUFACTURERS RECOMMENDATIONS

CONTRACTOR SHALL CALCULATE CURVED & STRAIGHT

PORTIONS OF THE WALK.  CURVED PORTIONS SHALL

HAVE PAVE EDGE FLEXIBLE INSTALLED.  ALL

SECTIONS SHALL BE AJOINED WITH CONNECTOR PIPES.

8'

8
'

8'

8
'

2'
16'

2'

20'

1.5%
1.5%

SAWCUT CONTROL JOINT

PATTERN AS SHOWN ON PLANS

3/16" WIDE x 1" DEEP

TRIPLE COURSE

PAVERS

6" COMPACTED

DENSE-GRADED

AGGREGATE SUBBASE

6" THICK CONCRETE

SLAB, REINFORCED WITH

6X6X6 WIRE MESH, 2" OFF

BOTTOM - 4,500 PSI

STRENGTH @ 28 DAYS

COMPACTED SUBGRADE

COMPACT TO 95%

6" THK. DENSE GRADED AGGREGATE (TYP.)

ALL BASE MATERIAL SHALL BE COMPACTED IN 3"

LIFTS TO 95% COMPACTION.  CONTRACTOR SHALL

HAVE A COMPACTION TEST PERFORMED TO ENSURE

THAT ALL BASES MEET THE COMPACTION

REQUIREMENTS.

NEOPRENE TACK COAT OVER

3/4" BITUMINOUS SETTING BED  (TYP.)

CONCRETE PAVERS (TYP.)

AS MFG. BY: HANOVER ARCHITECTURAL

PRODUCTS  P. 800.426.4242

HANOVER PREST BRICK TRADITIONAL

3 COLOR RANDOM BLEND

MATRIX: # B92079

NATURAL FINISH

MATRIX: # B92079

TUDOR FINISH

MATRIX: # B92827

TUDOR FINISH

SIZE: 3"X 4" X 8"

3/4" THK. BITUMINOUS SETTING BED

93% SAND & 7% ASPHALT

SWEEP JOINTS WITH C-144 SAND

CONCRETE WALK

 

(TYP.)

PAVE EDGE RIGID EDGE RESTRAINT

 (TYP.)

SIZE: 1.7" x 3.7"

EDGE RESTRAINT SHALL BE ANCHORED WITH 3/8" DIA. x 10"L. STEEL SPIKE @ 12" O.C.

STEEL SPIKE SHALL BE EMBEDDED INTO BASE COURSE AS SHOWN.

AS MFG. BY: PAVE TECH INC.

P. 952.226.6400

INSTALL PER MANUFACTURERS RECOMMENDATIONS

CONTRACTOR SHALL CALCULATE CURVED & STRAIGHT

PORTIONS OF THE WALK.  CURVED PORTIONS SHALL

HAVE PAVE EDGE FLEXIBLE INSTALLED.  ALL

SECTIONS SHALL BE AJOINED WITH CONNECTOR PIPES.

RUNNING BOND /

DOUBLE SOLDIER

PATTERN PAVER

HERRINGBONE

PATTERN PAVER

NOT TO SCALE

NOTE:

6"

5'- 6"'

8
'
-
0
"

5' - 6"

8
'
 
-
 
0
"

2'
11' - 0"

2'

15'- 0"

1.5%
1.5%

SAWCUT CONTROL JOINT

PATTERN AS SHOWN ON PLANS

3/16" WIDE x 1" DEEP

RUNNING BOND /

DOUBLE SOLDIER

PATTERN PAVER

2
0
'
 
O

R
 
3
0
'

10'- 0"

8' - 8"

SEE PAVEMENT SPECS.

NOTE:

NOT TO SCALE

(N.J. RESIDENTIAL SITE STANDARD)

N.J.D.O.T. CLASS "B" CONCRETE

(AIR ENTRAINED)
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2" HOT MIX ASPHALT

SURFACE COURSE MIX I-5

5" HOT MIX ASPHALT BASE

COURSE MIX I-2 APPLY IN TWO

LIFTS

6" DENSE GRADED AGGREGATE

SUB-BASE (COMPACTED

THICKNESS

FIRM SUBGRADE OR DENSE

GRADED AGGREGATE

SUBBASE MATERIAL (AS

DIRECTED BY ENGINEER)

STEP PAVEMENT AS SHOWN IN

AREAS WITHOUT CURBING

TRANSVERSE JOINTS 1/2" WIDE SHALL BE INSTALLED IN THE CURB

20'-0" APART AND SHALL BE FILLED WITH PREFORMED BITUMINOUS

IMPREGNATED FIBER JOINT FILLER, COMPLYING WITH THE

REQUIREMENTS OF A.A.S.H.T.O. SPEC. M-213, RECESSED 1/4" FROM

FRONT FACE AND TOP OF CURB.

NOT TO SCALE

6"

RUNNING BOND / DOUBLE

SOLDIER PATTERN ON 6"

CONCRETE BASE AT EDGES

6" THK. D.G.A.

SUBBASE (LAID AND

COMPACTED IN 3"

LIFTS

1 1/2" LOOSELY

SCREENED

BEDDING SAND

3" THICK CONCRETE PAVING STONE

(HAND TIGHT JOINTS)

N.J. D.O.T. CLASS "B" CONCRETE

D. G. A. B. C.

WIRE MESH

LIGHT BROOM FINISH

FIRM COMPACTED SUBGRADE

X
X

 NOT TO SCALE

NOTES:

REINFORCEMENT: 6 X 6  - 10/10 WELDED WIRE MESH, 6/6 AT

DRIVEWAY APRONS

CRACK CONTROL JOINTS: 1/4" X 1" DEEP  AT 8' INTERVALS

EXPANSION CONTROL JOINTS: 16' INTERVALS WITH 3/8" PREMOLDED

ASPHALT IMPREGNATED EXPANSION  JOINT FILLER

ISOLATED JOINTS: AT BUILDING WALLS AND OTHER RIGID

STRUCTURES, USE PREMOLDED EXPANSION JOINT FILLERS

1.

2.

3.

4.

CROSS SLOPE 1/8" PER FOOT

TO 1/4" (MAX.) PER FOOT

2

'

6" THICK CONCRETE

SLAB, REINFORCED WITH

6X6X6 WIRE MESH, 2" OFF

BOTTOM - 4,500 PSI

STRENGTH @ 28 DAYS

6
"

6
"

6" COMPACTED

DENSE-GRADED

AGGREGATE SUBBASE

ADD EXPANSION JOINTS EVERY

16' IN ALL CONCRETE WALKS AND

DRIVES.

NOTE:

1
2
"

6' BENCHES:  PROVIDE 3' x 7' PAD

BRCS-107 BIKE RACK: PROVIDE 6' x 8' PAD (OR AS SHOWN)

 TRASH / RECYCLING: PROVIDE 4' x 6' PAD

AS MFG. BY: HANOVER ARCHITECTURAL

PRODUCTS  P. 800.426.4242

HANOVER PREST BRICK TRADITIONAL

3 COLOR RANDOM BLEND

MATRIX: # B92079

NATURAL FINISH

MATRIX: # B92079

TUDOR FINISH

MATRIX: # B92827

TUDOR FINISH

SIZE: 3"X 4" X 8"

N.J. D.O.T. CLASS "B" CONCRETE

D. G. A. B. C.

WIRE MESH

LIGHT BROOM FINISH

FIRM COMPACTED SUBGRADE

X
X

CROSS SLOPE 1/8" PER FOOT

TO 1/4" (MAX.) PER FOOT
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