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PROJECT INFORMATION:

PROJECT NOTES

KEYPLANS/MAPS

SCOPE OF WORK SHALL INCLUDE, BUT IS NOT LIMITED TO, REMOVAL & REPLACEMENT OF INDICATED

TOILET ROOM DOORS & HARDWARE AS INDICATED HEREIN.

LIST OF DRAWINGS

T-01 TITLE SHEET, SCOPE OF WORK, PROJECT INFORMATION AND NOTES
A-01 FLRS 1 — 16 KEYPLANS
A-02 PRODUCT DATA & SPECIFICATIONS

CODE DATA/ANALYSIS:

BUILDING DATA (ORIG. BUILT UNDER 1968 CODE)

o EXISTING USE GROUP: R2

o EXISTING CONST. TYPE: 1B

o HEIGHT & AREA TO REMAIN AS EXISTING.

o BUILDING IS FULLY SPRINKLERED /ALARMED.

o BUILDING EXITING/MEANS OF EGRESS TO REMAIN AS EXISTING.

PROPOSED DATA:

o NEW CONSTRUCTION SHALL CONFORM TO REQ'TS OF EXISTING BUILDING TYPE.
o PENETRATIONS OF EXIST'G RATED ASSEMBLIES SHALL BE STOPPED/CAULKED OR OTHERWISE

REPAIRED TO MAINTAIN REQ'D FIRE RATINGS.

CORRIDOR FIRE RESISTANCE REQ'TS (IBC 2015 TABLE 1020.1) FOR TYPE 1B

. R2 OCCUPANCY, SPRINKLERED, OCC LOAD SERVED > 10 = 0.5 HR RATING

OPENING PROTECTIVES (IBC TABLE 716,5)
e 0.5-HR CORRIDOR WALL REQUIRES 20—MIN FIRE DOOR RATING.

FINISH REQUIREMENTS (IBC TABLE 803.11)

. R2 USE, SPRINKLERED BUILDING REQUIRES "CLASS C FINISHES OR BETTER” IN ALL AREAS.

[CLASS C = FLAME SPREAD INDEX 76-200, SMOKE—-DEVELOPED INDEX 0-450.]
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MONTCLAIR STATE UNIVERSITY
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MONTCLAIR, NJ 07043
www.montclair.edu
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SCOPE OF WORK:

1. THE WORK COVERED BY THE DRAWINGS AND THE SPECIFICATIONS IS TO
INCLUDE THE FURNISHING OF ALL MATERIALS, LABOR, EQUIPMENT, TOOLS,
TAXES, TRANSPORTATION, UTILITIES, AND INCIDENTALS NECESSARY FOR THE
COMPLETE INSTALLATION OF ALL SYSTEMS AS REQUIRED IN THE CONTRACT
DOCUMENTS AND SPECIFIED HEREIN, UNLESS OTHERWISE NOTED.

2. THE CONTRACTOR IS TO PROVIDE A LUMP SUM BID FOR THE WORK
DESCRIBED IN THE BID DOCUMENTS. CONTRACTOR SHALL ALSO PROVIDE UNIT
COST PRICING FOR ITEMS DESCRIBED IN BID MANUAL.

5. ALL WORK IS TO BE PERFORMED UNDER A SINGLE OVERALL CONTRACT WITH
THE DIRECT SUPERVISION OF THE GENERAL CONTRACTOR.

4. NO ATTEMPT HAS BEEN MADE TO DIVIDE THE DRAWINGS INTO AREAS OF
RESPONSIBILITY FOR THE VARIOUS TRADES. IT IS TO BE THE CONTRACTOR'S
SOLE RESPONSIBILITY TO DIVIDE THE WORK AMONG HIS SUBCONTRACTORS, AND
HE IS TO BE FULLY RESPONSIBLE FOR THE COORDINATION OF ANY TRADE USED
ON THIS PROJECT.

9. IT IS THE INTENT OF THE CONTRACT DOCUMENTS TO PROVIDE AN
INSTALLATION COMPLETE IN EVERY RESPECT. IN THE EVENT THAT ADDITIONAL
DETAILS OR SPECIAL CONSTRUCTION 1S REQUIRED FOR WORK INDICATED OR
SPECIFIED, IT SHALL BE THE RESPONSIBILITY OF THAT CONTRACTOR TO
PROVIDE ALL MATERIAL & EQUIPMENT WHICH IS USUALLY FURNISHED WITH
SUCH SYSTEMS IN ORDER TO COMPLETE THE INSTALLATION, WHETHER
MENTIONED OR NOT.

6. DRAWINGS AND SPECIFICATIONS ARE COMPLEMENTARY. MATERIAL OR
EQUIPMENT NEED BE SHOWN ON ONLY ONE OR THE OTHER. EACH TRADE,
SUPPLIER, OR SUBCONTRACTOR SHALL BE RESPONSIBLE TO EXAMINE THE
ENTIRE SET OF DRAWINGS AND ALL SECTIONS OF THE SPECIFICATIONS TO
DETERMINE WHAT MATERIALS, EQUIPMENT, ACCESSORIES, ETC. ARE NEEDED FOR
A COMPLETE INSTALLATION.

BIDDING:

1. THE CONTRACTOR IS TO VISIT AND INSPECT THE PROJECT SITE, PRIOR TO
PREPARING HIS BID, IN ORDER TO OBTAIN ALL REQUIRED FIELD MEASUREMENTS,
TO VERIFY ALL DIMENSIONS SHOWN ON THE DRAWINGS AS REQUIRED, TO
CONFIRM QUANTITIES AND METHODS OF CONSTRUCTIONS, AND TO COMPLETELY
FAMILIARIZE HIMSELF WITH ALL FIELD CONDITIONS AND LIMITATIONS, THE INTENT
OF THE DESICN, AND THE EXTENT OF THE WORK.

2. THE SUBMISSION OF A BID IS TO BE CONSTRUED AS EVIDENCE THAT A
THOROUGH FIELD EXAMINATION OF THE PROJECT SITE HAS BEEN MADE.
FAILURE OF THE CONTRACTOR TO FAMILIARIZE HIMSELF WITH THE DRAWINGS
RELATING TO THE WORK, THE CONDITIONS EXISTING AT THE SITE OF
CONSTRUCTION, AND/OR THE POSSIBLE DIFFICULTIES THAT MAY BE
ENCOUNTERED IN THE EXECUTION OF THE WORK UNDER THE CONTRACT WILL
NOT RELIEVE HIM OF HIS OBLIGATION TO FURNISH ALL MATERIALS AND LABOR
NECESSARY TO CARRY OUT THE PROVISIONS OF THE DRAWINGS AND TO
COMPLETE THE CONTEMPLATED WORK FOR THE CONSIDERATION SET FORTH IN
HIS BID.

3. SUBCONTRACTORS ARE TO REVIEW ALL DRAWINGS, SPECIFICATIONS, AND
DETAILS FOR ADDITIONAL WORK AND ARE RESPONSIBLE TO COORDINATE THEIR
WORK WITH OTHER TRADES.

4. ANY ADDITIONAL WORK/CHANGES FROM THE ORIGINAL SCOPE OF WORK
NECESSARY TO MAKE THE WORK OF EACH SUBCONTRACTOR CONFORM TO THE
OVERALL PLAN AND THE WORK OF OTHER TRADES SHALL BE DONE AT THE

APPROPRIATE CONTRACTOR'S EXPENSE.

ALTERNATES:
1. CONTRACTOR SHALL PROVIDE PRICING FOR ALTERNATE SCOPES OF WORK

NOTED AND/OR DESCRIBED ON DRAWINGS.

EXISTING CONDITIONS:

1. PLANS ARE BASED ON RECORD DRAWINGS PROVIDED BY THE UNIVERSITY
AND, BY THEIR NATURE, MAY NOT NECESSARILY REVEAL ALL CONDITIONS THAT
EXIST AT THE PROJECT SITE. THE CONTRACTOR IS TO FULLY INVESTIGATE THE
PROJECT SITE AND CAREFULLY CONFIRM ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION AND ADVISE THE ARCHITECT IMMEDIATELY WHEN ANY
DISCREPANCIES OCCUR.

SHOP DRAWINGS:

1. SHOP DRAWINGS / MSDS/ OTHER PRODUCT DATA FOR ALL MATERIALS
USED ON THIS PROJECT SHALL BE SUBMITTED FOR REVIEW PRIOR TO THEIR
INSTALLATION.  PROCEDURES FOR SUBMITTALS (IE. TYPES REQUIRED, NUMBER
OF COPIES, ETC.) SHALL BE DISCUSSED AT THE PRE—CONSTRUCTION MEETING.

PERMITS:

1. THE CONTRACTOR SHALL OBTAIN & PAY FOR ALL PERMITS & LICENSES
NECESSARY FOR THE COMPLETION OF THIS WORK. SUBCONTRACTORS SHALL BE
LICENSED, BONDED, INSURED, & CAPABLE OF PERFORMING QUALITY
WORKMANSHIP.

APPROVALS:
1. THE CONTRACTOR SHALL ARRANGE FOR AND OBTAIN ALL INSPECTIONS
AND APPROVALS AND CERTIFICATES OF OCCUPANCY.

COORDINATION:

1. CONTRACTOR IS RESPONSIBLE TO COORDINATE HIS OPERATIONS WITH OTHER
CONTRACTORS ONSITE TO ENSURE EFFICIENT & ORDERLY PERFORMANCE OF
THE WORK.

2. CONTRACTOR SHALL SCHEDULE WORK IN PROPER SEQUENCE WITH WORK OF
OTHER CONTRACTORS, MAKING ADJUSTMENTS AND PROVISIONS AS NEEDED TO
ENSURE SUCCESSFUL COMPLETION OF ALL WORK WITHIN SCHEDULE.

REGULATORY REQUIREMENTS:

1. THE CONTRACTOR SHALL CONFORM TO ALL APPLICABLE LOCAL, COUNTY,
STATE AND FEDERAL CODES, LAWS & REQUIREMENTS, MOST RECENTLY
ADOPTED EDITIONS, INCLUDING, BUT NOT LIMITED TO:

- NJAC § 5:23-6 REHABILITATION SUBCODE

- INTERNATIONAL BUILDING CODE - 2015, NJ EDITION

- NATIONAL ELECTRICAL CODE — (NFPA 70) — 2014, NJ ED.

- NATIONAL STANDARD PLUMBING CODE - 2015, NJ ED.

- ASHRAE 90.1 — 2007, NJ ED.

- INTERNATIONAL MECHANICAL CODE - 2015, NJ ED.

- INTERNATIONAL FUEL GAS CODE — 2015, NJ ED.

- NJAC BARRIER—FREE SUBCODE NJAC 5:25-7

ANSI 117.1 — 2009

2. THE CONTRACTOR SHALL COMPLY WITH ALL FEDERAL AND STATE
LABOR LAWS & REGULATIONS CONCERNING WAGES, HIRING PRACTICES &
TRAINING.

3. THE CONTRACTOR SHALL COMPLY WITH ALL FEDERAL, STATE, AND

LOCAL LAWS, OSHA RULES & REGULATIONS, & BUILDING / CONSTRUCTION
CODES CONCERNING CONSTRUCTION SAFETY & HEALTH STANDARDS.

4. THE CONTRACTOR SHALL COMPLY WITH ALL FEDERAL, STATE & LOCAL
ORDINANCES ASSOCIATED WITH ENVIRONMENTAL PROTECTION MEASURES,
ENERGY EFFICIENCY, DEMOLITION & DISPOSAL, AND NOISE & DUST CONTROL IN
PUBLIC AREAS.

GUARANTEE:

1. ALL LABOR AND MATERIALS SHALL BE GUARANTEED FOR ONE (1) YEAR
AFTER THE DATE OF FINAL ACCEPTANCE OF WORK OF THE PROJECT, BUT ANY
LONGER GUARANTEES GIVEN BY MANUFACTURERS OR SUPPLIERS SHALL NOT
BE LIMITED BY THE FOREGOING.

QUALITY ASSURANCE:

1. ALL WORK SHALL BE INSTALLED, FIRSTLY, IN ACCORDANCE WITH ALL
LAWS, CODES, ORDINANCES AND REQUIREMENTS OF THE GOVERNING
AUTHORITIES, AND SECONDLY, IN ACCORDANCE WITH THE REQUIREMENTS SET
FORTH HEREIN, AND ALSO PER THE MANUFACTURER'S INSTALLATION
REQUIREMENTS.

2. ALL WORKMEN SHALL BE SKILLED IN THEIR TRADES, & SHALL INSTALL
MATERIALS IN STRICT COMPLIANCE WITH REGULATIONS, DRAWINGS &
SPECIFICATIONS.

3. CONTRACTOR SHALL EMPLOY & PAY FOR THE SERVICES OF AN
INDEPENDENT TESTING AGENCY TO PERFORMED REQUIRED TESTING &
INSPECTIONS.

MATERIALS:

1. ALL MATERIALS SHALL BE NEW. ALL MATERIALS, DEVICES AND
EQUIPMENT SHALL CONFORM TO THE APPLICABLE STANDARDS OF ANSI, ASTM,
NFPA, OSHA, AND UL. IN ANY INSTANCE WHERE THESE SPECIFICATIONS CALL
FOR MATERIALS FOR CONSTRUCTION OF A BETTER QUALITY OR LARGER SIZE
THAN REQUIRED BY THE CODES, THE PROVISIONS OF THESE SPECIFICATIONS
SHALL TAKE PRECEDENCE. ALL WORK OF THIS PROJECT SHALL BE CAREFULLY
COORDINATED WITH ALL INVOLVED TRADES. PROVIDE ALL NEEDFUL SAFETY
DEVICES & PRECAUTIONS.

2. CONTRACTORS SHALL BID ON SPECIFIED PRODUCTS & SYSTEMS WITHOUT
DEVIATION.  EQUIVALENT PRODUCTS MAY BE SUBMITTED FOR CONSIDERATION
DURING THE PRODUCT REVIEW/SUBMITTAL PERIOD; GENERALLY, ACCEPTABLE
SUBSTITUTIONS ARE ACCOMPANIED BY A CREDIT TO THE OWNER.

SITE SECURITY:

1. CONTRACTORS SHALL COORDINATE WORK WITH APPROVAL OF MONTCLAIR
STATE UNIVERSITY & MAINTAIN SITE SECURITY.  THE CONTRACTOR SHALL
COORDINATE THE ACTIVITIES OF WORKERS AND SHALL PROVIDE NOTICE TO THE
MONTCLAIR STATE UNIVERSITY OF ALL PROPOSED WORK ACTIVITIES &
DURATION OF TIME REQUIRED FOR EACH ACTIVITY.

CONTINUING OCCUPANCY:

1. THE CONTRACTOR IS HEREBY ADVISED THAT STAFF & STUDENTS WILL
CONTINUE TO OCCUPY THE EXISTING BUILDING DURING THIS CONTRACT. THE
CONTRACTOR IS TO CAREFULLY SCHEDULE AND COORDINATE HIS WORK SO AS
NOT TO REASONABLY DISTURB ANY STAFF MEMBERS & STUDENTS IN THE
BUILDING AND IS TO BE HELD RESPONSIBLE FOR ANY STAFF—RELATED COSTS
INCURRED THEREBY. THE CONTRACTOR IS TO COMPLY WITH THE RULES AND
REGULATIONS OF THE OWNER FOR WORK HOURS.

CONTRACTOR'S USE OF SITE:

1. THERE IS VERY LIMITED ON-SITE PARKING AVAILABLE FOR
CONSTRUCTION PERSONNEL. COMPLY WITH MONTCLAIR STATE UNIVERSITY
RULES & REGULATIONS FOR CONSTRUCTION VEHICLES, EQUIPMENT, TRAILERS,
& PRODUCT STORAGE, ETC. COORDINATE CONTRACTOR PARKING & ACCESS
TO PROJECT AREA WITH OWNER AT TIME OF BID.

HAZARDOUS MATERIALS:
1. CONTRACTOR SHALL IMMEDIATELY NOTIFY OWNER IF ANY ACM OR OTHER
HAZARDOUS MATERIALS ARE UNCOVERED DURING THE WORK OF THIS PROJECT.

2. ANY WORK INVOLVING THE REMOVAL AND DISPOSAL OF ASBESTOS—
CONTAINING MATERIALS SHALL BE ACCOMPLISHED UNDER A SEPARATE
CONTRACT BY A LICENSED ASBESTOS ABATEMENT CONTRACTOR IN
ACCORDANCE WITH NJAC 5:25-8. ANY WORK INVOLVING THE REMOVAL AND
DISPOSAL OF LEAD—CONTAINING MATERIALS SHALL BE ACCOMPLISHED UNDER
A SEPARATE CONTRACT BY A CERTIFIED LEAD ABATEMENT CONTRACTOR
PURSUANT TO NJAC o:17/.

3. NO HAZARDOUS MATERIALS ARE ANTICIPATED TO BE UNCOVERED
DURING THE WORK OF THIS PROJECT.

GENERAL NOTES:

1. ALL CONTRACTORS MUST PROTECT ALL PROPERTY FROM DAMAGE OR
LOSS DURING THE CONTRACT. ALL DAMAGED, LOST, OR OTHERWISE DISRUPTED
PROPERTY IS TO BE REPAIRED OR REPLACED TO THE SATISFACTION OF THE
OWNER.

2. CONTRACTORS ARE RESPONSIBLE FOR: SCHEDULING, THE PURCHASE,
DELIVERY, RECEIVING, UNLOADING, STORING & SETTING IN PLACE OF ALL
EQUIPMENT REQUIRED FOR THE PROJECT.

3. SUBCONTRACTORS ARE RESPONSIBLE FOR SAFEGUARDING OF ALL
MATERIALS UNTIL INCORPORATED INTO THE WORK AND UNTIL ACCEPTANCE OF
SUBSTANTIAL COMPLETION.

4. ALL CONTRACTORS ARE TO MAINTAIN THE PREMISES IN A NEAT &
ORDERLY CONDITION ~ DURING THIS CONTRACT. DISPOSE OF ALL DEBRIS AT
THE END OF EACH DAYS WORK.

o AT PROJECT COMPLETION, CONTRACTOR SHALL REMOVE AND LEGALLY
DISPOSE OF ALL RUBBISH, WASTE MATERIAL & OTHER MATERIALS. REMOVE

ALL TOOLS, VEHICLES, SURPLUS MATERIAL, ETC. FROM/ABOUT THE WORK SITE.

6. STORAGE, BURNING, OR SALE OF DEMOLISHED, REMOVED, AND/OR
DISCARDED MATERIALS IS NOT TO BE PERMITTED ON THE PROJECT SITE.

7. THE CONTRACTOR IS TO INVESTIGATE & NOTIFY ARCHITECT OF ANY
DISCREPANCIES PRIOR TO THE START OF WORK. SAFE OFF AND

CAP /TERMINATE AS REQUIRED FOR PERFORMANCE OF THE WORK.

8. CONTRACTORS SHALL PROVIDE SANITARY FACILITIES FOR THE WORKERS.
SANITARY FACILITIES ARE TO BE MAINTAINED IN A CLEAN AND SANITARY
CONDITION AT ALL TIMES, AND ARE TO COMPLY WITH THE REQUIREMENTS OF
THE LOCAL HEALTH AUTHORITY. USE OF THE OWNER'S SANITARY FACILITIES
ARE PROHIBITED.

9. ALL CONTRACTORS SHALL HAVE TEMPORARY (CELL) PHONE FOR USE ON

THE SITE DURING CONSTRUCTION. USE OF OWNER'S TELEPHONES ARE
PROHIBITED.

10. CONTRACTORS SHALL MAINTAIN A CLEAR PATH OF TRAVEL FOR ALL
EXISTING REQUIRED EXITS, WAYS OF APPROACH THERETO, AND WAY OF TRAVEL
FROM BUILDING EXITS INTO THE STREET FOR UNOBSTRUCTED EGRESS IN THE
CASE OF FIRE OR OTHER EMERGENCY. GENERAL CONTRACTOR SHALL NOT

PARK VEHICLES OR STORE MATERIALS IN "NO PARKING” OR "FIRE" ZONES.

1. CONTRACTOR SHALL RESTORE ALL ADJACENT AREAS DISTURBED DURING
THE COURSE OF WORK.

12 ALL DIMENSIONS INDICATED ON THE DRAWINGS ARE FINISH FACE TO FINISH
FACE, UNLESS OTHERWISE NOTED.

13, DRAWINGS SHOW THE GENERAL ARRANGEMENT & THE EXTENT OF THE
WORK.  EXACT LOCATION AND EQUIPMENT ARRANGEMENT SHALL BE
DETERMINED BY THE PHYSICAL DIMENSIONS OF THE SITE, FIELD
MEASUREMENTS AND/OR DIRECTION OF THE ARCHITECT. CONTRACTOR SHALL
BE ULTIMATELY RESPONSIBLE FOR THE FINAL INSTALLATION & LOCATION OF
ALL WORK.

14, INDICATION OF SUBSTRATE AND CONFIGURATION OF CONCEALED ITEMS
AND MATERIALS FOR GENERAL REFERENCE ONLY. THE CONTRACTOR SHALL NOT
BE ENTITLED TO ADDITIONAL COMPENSATION FOR ANY VARIANCE BETWEEN
ACTUAL EXISTING CONDITIONS AND THAT REFERENCED ON THE DRAWINGS.

15, ALL ITEMS LABELED 'EXISTING” ARE EXISTING "TO REMAIN" UNLESS

OTHERWISE INDICATED. ITEMS NOT LABELED "EXISTING” ARE TO BE PROVIDED
BY CONTRACTOR.

16.  THE TERM "PROVIDE” SHALL MEAN FURNISH AND INSTALL AS IT IS USED
THROUGHOUT NOTES ON THE DRAWINGS AND IN THE SPECIFICATIONS.
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BASIS-OF-DESIGN : DOOR SLAB

SECTION 08 71 00: DOOR HARDWARE

OregonDoor | ALSLO1

we build the doors that build your reputation

Positive Pressure

Thickness

Maximum Sizes

Core & STC Rating
Edges

Edge Construction
Faces

Core Assembly Adhesive

Face Assembly Adhesive

Core Bonding

Warranty ©

Construction Standards

Performance Standards

Factory Machining

Sustainability

Architectural Series

Stave Lumber Core—HPDL

5 Ply—Architectural-Grade Laminate .050 nominal

Non-Rated:
Up to 20 Minute:

Non-Rated:
Up to 20 Minute:

1-%” standard, 1-%/s" & 2-%" available upon request

1-%” only
Single 4° x 10° Pairs 8° x 10°
Single 4° x 9° Pairs 8° x 9°

100% Stave Lumber. Door assembly may achieve a STC rating of 30 or 31 when
installed with appropriate gasketing 1-%” only (operable unit)

Stiles: Minimum width 1-%” unless otherwise specified. (")
Rails: Minimum width 2-%” unless otherwise specified. ®

Category A: Integral intumescent edge construction available. (not standard)

Decorative Laminate — AWI-HPDL, NEMA-LD-3 .05 nominal thickness applied over
High Density Fiberboard (HDF).

Type 1—Waterproof Bond NAF

Type 1—Waterproof Bond NAF

Stiles and rails are securely bonded utilizing type 1 adhesive in conjunction with
superior RF bonding technology. To ensure freedom from telegraphing of core
components, the core unit is then sanded before face veneers are applied.

Interior Use—Life of installation ® Exterior Use—No Warranty

Meet or Exceed

WDMA LS. 1-A NFPA 80

AWI Section 1300 AWS Section 9

WI Section 12 Architectural Wood Doors — Flush
UBC7-2-1997 UL10C  WHY/ITS Labeling Service

Meets WDMA I.S.1-A Extra Heavy Duty Performance.
Consult factory for specific test results.

> Pre-fitting >Templated hardware prep > Lite cutouts > Louver cutouts

CALGreen Compliant

GREENGUARD and GREENGUARD Gold Certified
No-Added Formaldehyde (NAF)
Extracted: Stockton, California. Manufactured: Winston, Oregon

(1) Edge laminate applied after face laminate. Painted edges are also available to match face laminate.
(2) Laminated Strand Lumber (LSL) or softwood rails at factory option. Wider rail available.
(3) See complete Oregon Door Warranty for details.

PO Box 1960 | Winston, Oregon 97496 | t: 541.679.6791 | f: 541.679.5063 | oregondoor.com

PART 1 — GENERAL
1.1 SECTION INCLUDES
A. DOOR HARDWARE SPECIFIED HEREIN, AND AS REQUIRED BY ACTUAL CONDITIONS.

1.2 STANDARDS

A. AMERICAN NATIONAL STANDARDS INSTITUTE/BUILDERS HARDWARE MANUFACTURERS ASSOCIATION (ANSI)
B. INTERNATIONAL CODE COUNCIL/AMERICAN NATIONAL STANDARDS INSTITUTE (ICC/ANSI)

C. UNDERWRITERS LABORATORIES, INC. (UL)

D. DHI PUBLICATION — INSTALLATION GUIDE FOR DOORS AND HARDWARE.

1.3 SUBMITTALS
A. SUBMIT IN ACCORDANCE WITH CONDITIONS OF THE CONTRACT
B. COORDINATE THE FINAL DOOR HARDWARE SCHEDULE WITH DOORS, FRAMES, AND RELATED WORK TO ENSURE PROPER SIZE, THICKNESS, HAND, FUNCTION, AND FINISH
OF HARDWARE.
C. SUBMIT MANUFACTURER'S CATALOG SHEET ON DESIGN, GRADE AND FUNCTION OF ITEMS LISTED IN HARDWARE SCHEDULE. IDENTIFY SPECIFIC HARDWARE ITEM PER
SHEET, PROVIDE INDEX, AND COVER SHEET.
D. DISTRIBUTE DOOR HARDWARE TEMPLATES TO DOOR FABRICATOR WITHIN (7) DAYS OF RECEIVING HARDWARE APPROVALS.
E. CLOSEOUT SUBMITTALS: SUBMIT TO OWNER IN A THREE RING BINDER OR CD IF REQUESTED.
1. WARRANTIES.
2. MAINTENANCE AND OPERATING MANUAL INCLUDING LIST OF MAINTENANCE TOOLS.
RECORD DOCUMENTS.
COPY OF APPROVED HARDWARE SCHEDULE.
COPY OF APPROVED KEYING SCHEDULE WITH BITTING LIST.
DOOR HARDWARE SUPPLIER NAME, PHONE NUMBER AND FAX NUMBER.

I

1.4 QUALITY ASSURANCE
A. CONTRACTOR IS RESPONSIBLE TO:
1. PROVIDE DOOR HARDWARE REQUIRED TO MAKE EACH SET COMPLETE AND OPERATIONAL.
A. DOOR HARDWARE ITEMS HAVE BEEN HEREIN IDENTIFIED AS “SETS” WHICH ARE INTENDED TO BE A GUIDE OF DESIGN, GRADE, QUALITY, FUNCTION, OPERATION,
PERFORMANCE, EXPOSURE, AND LIKE CHARACTERISTICS, AND MAY NOT BE COMPLETE. INFORMATION HEREIN DOES NOT REFLECT HANDING, BACKSET, METHOD OF
FASTENING AND LIKE CHARACTERISTICS OF DOOR HARDWARE AND DOOR OPERATION.
2. REVIEW & COMPARE DOOR HARDWARE SETS WITH DOOR TYPES, FRAMES, SIZES AND DETAILS ON DRAWINGS, AND VERIFY SUITABILITY AND ADAPTABILITY OF ITEMS
SPECIFIED IN RELATION TO DETAILS AND SURROUNDING CONDITIONS.
B. CONTRACTOR SHALL EMPLOY AN ARCHITECTURAL HARDWARE CONSULTANT (AHC) AS CERTIFIED BY DHI AND A MEMBER OF THE SEAL PROGRAM WHO SHALL BE
AVAILABLE AT REASONABLE TIMES DURING COURSE OF WORK FOR PROJECT HARDWARE CONSULTATION.
C. DOOR HARDWARE SHALL CONFORM TO ICC/ANSI A117.1. HANDLES, PULLS, LATCHES, LOCKS AND OPERATING DEVICES: SHAPE THAT IS EASY TO GRASP WITH ONE
HAND AND DOES NOT REQUIRE TIGHT GRASPING, TIGHT PINCHING, OR TWISTING OF THE WRIST.
D. FIRE RATED DOOR ASSEMBLIES: WHERE FIRE-RATED DOOR ASSEMBLIES ARE INDICATED, PROVIDE DOOR HARDWARE RATED FOR USE IN ASSEMBLIES COMPLYING WITH
NFPA 80 THAT ARE LISTED AND LABELED BY A QUALIFIED TESTING AGENCY, FOR FIRE-PROTECTION RATINGS INDICATED, BASED ON TESTING AT POSITIVE PRESSURE
ACCORDING TO UL 10C, UNLESS OTHERWISE INDICATED.
E. DOOR HARDWARE SHALL BE CERTIFIED TO ANSI/BHMA STANDARDS AS NOTED, PARTICIPATE AND BE LISTED IN BHMA CERTIFIED PRODUCTS DIRECTORY.
F. PRE-INSTALLATION MEETING: COMPLY WITH CONTRACT REQUIREMENTS REGARDING "PROJECT MEETINGS.

1.5 DELIVERY, STORAGE AND HANDLING

A. CONTRACTOR IS RESPONSIBLE FOR CONDITION OF HARDWARE DELIVERED TO PROJECT BUT NOT YET INSTALLED

B. FURNISH HARDWARE WITH EACH UNIT LABELED IN ACCORDANCE WITH APPROVED HARDWARE SCHEDULE.

C. PACK EACH ITEM COMPLETE WITH NECESSARY PARTS AND FASTENERS IN MANUFACTURER'S ORIGINAL PACKAGING.

D. DELIVER PERMANENT KEYS DIRECTLY TO OWNER VIA REGISTERED MAIL OR OVERNIGHT PACKAGE SERVICE. INSTRUCTIONS FOR DELIVERY TO OWNER SHALL BE
ESTABLISHED AT PRECONSTRUCTION MEETING

1.6 WARRANTY

A. GENERAL WARRANTY: OWNER MAY HAVE UNDER PROVISIONS OF THE CONTRACT DOCUMENTS AND SHALL BE IN ADDITION TO AND RUN CONCURRENT WITH OTHER
WARRANTIES MADE BY CONTRACTOR UNDER REQUIREMENTS OF THE CONTRACT DOCUMENTS.

B. SPECIAL WARRANTY: WARRANTIES SPECIFIED IN THIS ARTICLE SHALL NOT DEPRIVE OWNER OF OTHER RIGHTS. CONTRACTOR, HARDWARE SUPPLIER, AND HARDWARE
INSTALLER SHALL BE RESPONSIBLE FOR SERVICING HARDWARE AND KEYING RELATED PROBLEMS.

1. TEN YEARS FOR MANUAL DOOR CLOSERS.

2. FIVE YEARS FOR MORTISE, AUXILIARY AND BORED LOCKS.

C. PRODUCTS JUDGED DEFECTIVE DURING WARRANTY PERIOD SHALL BE REPLACED OR REPAIRED IN ACCORDANCE WITH MANUFACTURER'S WARRANTY AT NO COST TO
OWNER. THERE IS NO WARRANTY AGAINST DEFECTS DUE TO IMPROPER INSTALLATION, ABUSE AND FAILURE TO EXERCISE NORMAL MAINTENANCE.

PART 2 — PRODUCTS

2.1 PRODUCTS
A. EQUIVALENT TO BASIS—OF—DESIGN OR AS AVAILABLE FROM ANY “ACCEPTABLE MANUFACTURER” LISTED HEREIN OR ON THE DRAWINGS.
B. REQUESTS FOR SUBSTITUTIONS WILL BE CONSIDERED IN ACCORDANCE WITH PROVISIONS OF CONTRACT.

2.2 HINGES
A. HINGES SHALL BE OF ONE MANUFACTURER AS LISTED FOR CONTINUITY OF DESIGN AND CONSIDERATION OF WARRANTY AND SHALL BE CERTIFIED AND LISTED BY THE
FOLLOWING:
1. BUTTS AND HINGES: ANSI/BHMA A156.1
2. TEMPLATE HINGE DIMENSIONS: ANSI/BHMA A156.7
B. BUTT HINGES:
1. HINGE WEIGHT AND SIZE UNLESS OTHERWISE INDICATED IN HARDWARE SETS:
a. DOORS UP TO 36 INCHES (914 MM) WIDE AND UP TO 1-3/4 INCHES (44.5 MM) THICK PROVIDE HINGES WITH A MINIMUM THICKNESS OF .134 INCH (3.4
MM) AND A MINIMUM OF 4-1/2 INCHES (114 MM) IN HEIGHT.
b. DOORS GREATER THAN 1-3/4 INCHES (44.5 MM) THICK PROVIDE HINGES WITH A MINIMUM THICKNESS OF 0.180 INCH (4.6 MM) AND A MINIMUM OF 5
INCHES (127 MM) IN HEIGHT.
c. WIDTH OF HINGE IS TO BE MINIMUM REQUIRED TO CLEAR SURROUNDING TRIM.
C. FIRE RATED DOORS: STEEL OR 304 STAINLESS STEEL MATERIALS.
D. QUANTITY OF HINGES PER DOOR UNLESS OTHERWISE STATED IN HARDWARE SETS:
1. DOORS 60 INCHES (1524 MM) UP TO 90 INCHES (2286 MM) IN HEIGHT PROVIDE 3 HINGES.
2. DOORS 90 INCHES (2286 MM) UP TO 120 INCHES (3048 MM) IN HEIGHT PROVIDE 4 HINGES.
E. HINGE DESIGN AND OPTIONS UNLESS OTHERWISE INDICATED IN HARDWARE SETS:
1. HINGES ARE TO BE OF A SQUARE CORNER FIVE-KNUCKLE DESIGN, FLAT BUTTON TIPS AND HAVE BALL BEARINGS UNLESS OTHERWISE INDICATED IN HARDWARE
SETS.
2. WHEN FULL WIDTH OF OPENING IS REQUIRED, USE HINGES THAT ARE DESIGNED TO SWING DOOR COMPLETELY FROM OPENING WHEN DOOR IS OPENED TO 95
DEGREES.
F. WHEN SHIMS ARE NECESSARY TO CORRECT FRAME OR DOOR IRREGULARITIES, PROVIDE METAL SHIMS ONLY.

2.3 DEADBOLTS (GRADE 1)
A. DEADBOLTS SHALL BE OF ONE MANUFACTURER AS LISTED FOR CONTINUITY OF DESIGN AND CONSIDERATION OF WARRANTY. MANUFACTURER TO BE CERTIFIED BY THE
FOLLOWING:
1. AUXILIARY LOCKS: ANSI/BHMA A156.5 GRADE 1.
2. UL/CUL LISTED FOR FUNCTIONS UP TO 3 HOURS FOR ”A” LABEL.
B. ACCEPTABLE PRODUCT: SARGENT 485 SINGLE CYLINDER DEADBOLT — ANSI EO151
KEY OUTSIDE OPERATES DEADBOLT THUMB TURN INSIDE OPERATES DEADBOLT
FITS 1-3/8" (35 MM) TO 1-3/4" (44 MM) THICK STANDARD
DOOR PREP: FITS 161 (STANDARD) CUT OUTS
BACKSETS: 2-3/4” (70 MM) STANDARD. 2-3/8" (60 MM) AVAILABLE (20 OPTION)
STRIKE: STAINLESS STEEL
BOLT: SOLID STEEL WITH HARDENED STEEL PIN INSERT AND NICKEL SILVER PLATING; 7/8" (22 MM) X 5/8” (16 MM)X1"(25MM) THROW
CYLINDER: BRASS, 6 PIN. 2 NICKEL SILVER KEYS.
OPTIONS: INTERCHANGABLE CORES
FRONT: STAINLESS STEEL 2-1/4" (57 MM) X 1-1/8" (29MM) WITH FIXED BEVEL 1/8” (3MM) IN 2" (51MM) FURNISHED STANDARD
STRIKE: 2-3/4” X 1-1/8" (70MM X 29MM) STAINLESS STEEL

HAND: NON—HANDED, FIELD REVERSIBLE

TURN LEVER: NON-FERROUS

HOUSING: NON—FERROUS, REINFORCED, ONE PIECE 2-1/2" (64MM) DIAMETER.
FINISH: 26D

2.4 CLOSERS (ALUMINUM BODY GRADE 1)

A. SHALL BE PRODUCT OF ONE MANUFACTURER. UNLESS OTHERWISE INDICATED ON HARDWARE SCHEDULE, COMPLY WITH MANUFACTURER'S RECOMMENDATIONS FOR SIZE
OF CLOSER, DEPENDING ON WIDTH OF DOOR, FREQUENCY OF USE, ATMOSPHERIC PRESSURE, ADAAG REQUIREMENTS, AND FIRE RATING. MANUFACTURER TO BE CERTIFIED
BY THE FOLLOWING:

D

1. BHMA CERTIFIED ANSI A156.4 GRADE 1.

2. ADA COMPLAINT ANSI A117.1.

3. UL/CUL LISTED UP TO 3 HOURS.

MATERIAL AND DESIGN:

1. PROVIDE ALUMINUM NON—HANDED BODIES WITH FULL PLASTIC COVERS.

2. CLOSER SHALL HAVE SEPARATE STAKED ADJUSTABLE VALVE SCREWS FOR LATCH SPEED, SWEEP SPEED, AND BACKCHECK.
PROVIDE TRI-PACK ARMS AND BRACKETS FOR REGULAR ARM, TOP JAMB, AND PARALLEL ARM MOUNTING.

DOUBLE HEAT—-TREATED STEEL, TEMPERED SPRINGS.

PRECISION MACHINED, HEAT-TREATED STEEL PISTON.

TRIPLE HEAT-TREATED STEEL SPINDLE.

. FULL RACK AND PINION OPERATION.

MOUNTING:

1. OUT SWING DOORS SHALL HAVE SURFACE PARALLEL ARM MOUNT CLOSERS EXCEPT WHERE NOTED ON HARDWARE SCHEDULE.
2. IN SWING DOORS SHALL HAVE SURFACE REGULAR ARM MOUNT CLOSERS EXCEPT WHERE NOTED ON HARDWARE SCHEDULE.
3. PROVIDE BRACKETS AND SHOE SUPPORTS FOR ALUMINUM DOORS AND FRAMES TO MOUNT FIFTH SCREW.

4. FURNISH DROP PLATES WHERE TOP RAIL CONDITIONS ON DOOR DO NOT ALLOW FOR MOUNTING OF CLOSER AND WHERE BACKSIDE OF CLOSER IS EXPOSED THROUGH
GLASS.

SIZE CLOSERS IN COMPLIANCE WITH REQUIREMENTS FOR ACCESSIBILITY (ADDAG). COMPLY WITH FOLLOWING MAXIMUM OPENING FORCE REQUIREMENTS. INTERIOR HINGED

N g«

OPENINGS: 5.0 LB (2.25 KG) FIRE RATED AND EXTERIOR OPENINGS SHALL HAVE MINIMUM OPENING FORCE ALLOWABLE BY AUTHORITY HAVING JURISDICTION.
E. FASTENERS: PROVIDE SELF-DRILLING AND TAPPING WOOD SCREWS, MACHINE SCREWS AND SEX NUTS AND BOLTS FOR EACH CLOSER.
F. ACCEPTABLE PRODUCT: HAGER COMPANIES: 5200/5300 SERIES.

2.4 PROTECTIVE TRIM
A. SIZE OF PROTECTION PLATE: SINGLE DOORS, SIZE TWO INCHES (51 MM) LESS DOOR WIDTH (LDW) ON PUSH SIDE OF DOOR, AND ONE INCH (25 MM) LESS ON PULL
SIDE OF DOOR. KICK PLATES 10 INCHES (254 MM) HIGH OR SIZED TO DOOR BOTTOM RAIL HEIGHT. MANUFACTURER SHALL MEET REQUIREMENTS FOR:

B.

1. ARCHITECTURAL DOOR TRIM: ANSI/BHMA A156.6.

2. UL

MATERIAL AND DESIGN:

1. .050 INCH (1.3 MM) GAGE STAINLESS STEEL.

2. CORNERS SHALL BE SQUARE. POLISHING LINES OR DOMINANT DIRECTION OF SURFACE PATTERN SHALL RUN ACROSS THE DOOR WIDTH OF PLATE.

3. BEVEL TOP, BOTTOM AND SIDES UNIFORMLY LEAVING NO SHARP EDGES. EDGES SHALL BE DE—BURRED.

4. COUNTERSINK HOLES FOR SCREWS. SCREWS HOLES SHALL BE SPACED EQUIDISTANT EIGHT INCHES (203 MM) CTC, ALONG A CENTERLINE NOT OVER 1/2 INCH (13
MM) IN FROM EDGE AROUND PLATE. END SCREWS SHALL BE A MAXIMUM OF 0.53 INCH (1.35 MM) FROM CORNERS.

2.34 STOPS AND HOLDERS

A. WALL STOPS: PROVIDE DOOR STOPS WHEREVER NECESSARY TO PREVENT DOOR OR HARDWARE FROM STRIKING AN ADJACENT PARTITION OR OBSTRUCTION. PROVIDE
WALL STOPS WHEN POSSIBLE. DOOR STOPS AND HOLDERS MOUNTED IN CONCRETE FLOOR OR MASONRY WALLS SHALL HAVE STAINLESS STEEL MACHINE SCREWS AND
LEAD EXPANSION SHIELDS. MANUFACTURER SHALL MEET REQUIREMENTS FOR AUXILIARY HARDWARE: ANSI/BHMA A156.16.

B.

ACCEPTABLE PRODUCT: HAGER COMPANIES 232W CONVEX, 236W CONCAVE.

2.55 SILENCERS
A. PROVIDE THREE SILENCERS PER SINGLE DOOR FRAME, MANUFACTURER SHALL MEET REQUIREMENTS FOR: AUXILIARY HARDWARE: ANSI/BHMA A156.16.

B.

ACCEPTABLE PRODUCT: HAGER COMPANIES: 307D FOR HOLLOW METAL FRAME

PART 3 — EXECUTION

3.1 EXAMINATION

A.

PRE—-CONSTRUCTION: EXAMINE DOORS AND FRAMES, WITH INSTALLER PRESENT, FOR COMPLIANCE WITH REQUIREMENTS FOR LABELED FIRE-RATED DOOR ASSEMBLY

CONSTRUCTION, AND OTHER EXISTING CONDITIONS

B.

PROCEED WITH INSTALLATION ONLY AFTER ALL CONDITIONS/HARDWARE HAVE BEEN NOTED/RECORDED.

3.2 INSTALLATION

A

B.

INSTALL HARDWARE PER MANUFACTURER’S INSTRUCTIONS AND IN COMPLIANCE WITH THE FOLLOWING AS APPLICABLE:

1. NFPA 80; NFPA 105; ICC/ANSI A117.1; ANSI/BHMA A156.115W HARDWARE PREPARATION IN WOOD DOORS WITH WOOD OR STEEL FRAMES; DHI PUBLICATION -
INSTALLATION GUIDE FOR DOORS AND HARDWARE; UL10C/UBC7-2; LOCAL BUILDING CODE.

2. APPROVED SHOP DRAWINGS.

3. APPROVED FINISH HARDWARE SCHEDULE.

SET UNIT LEVEL, PLUMB AND TRUE TO LINE LOCATION. ADJUST AND REINFORCE ATTACHMENT SUBSTRATE AS NECESSARY FOR PROPER INSTALLATION AND OPERATION.

3.3 ADJUSTMENT, CLEANING

A.

ADJUSTMENT: ADJUST AND CHECK EACH OPENING TO ENSURE PROPER OPERATION OF EACH ITEM OF FINISH HARDWARE. REPLACE ITEMS THAT CANNOT BE ADJUSTED

TO OPERATE FREELY AND SMOOTHLY OR AS INTENDED FOR APPLICATION AT NO COST TO OWNER.

B.

CLEANING: CLEAN ADJACENT SURFACES SOILED BY HARDWARE INSTALLATION. CLEAN FINISHED HARDWARE PER MANUFACTURER'S INSTRUCTIONS AFTER FINAL

ADJUSTMENTS HAS BEEN MADE. REPLACE ITEMS THAT CANNOT BE CLEANED TO MANUFACTURER'S LEVEL OF FINISH QUALITY AT NO COST TO OWNER.

3.4 PROTECTION

A.

LEAVE MANUFACTURER'S PROTECTIVE FILM INTACT AND PROVIDE PROPER PROTECTION FOR ALL OTHER FINISH HARDWARE ITEMS THAT DO NOT HAVE PROTECTIVE

MATERIAL FROM THE MANUFACTURE UNTIL OWNER ACCEPTS PROJECT AS COMPLETE.

3.5 COMPLETION

A.

DOOR HARDWARE ITEMS ARE PLACED IN SETS WHICH ARE INTENDED TO BE A GUIDE OF DESIGN, GRADE, QUALITY, FUNCTION, OPERATION, PERFORMANCE, EXPOSURE,

AND LIKE CHARACTERISTICS OF DOOR HARDWARE, AND MAY NOT BE COMPLETE. PROVIDE DOOR HARDWARE REQUIRED TO MAKE EACH SET COMPLETE AND OPERATIONAL.

B.
C.

HARDWARE SCHEDULE DOES NOT REFLECT HANDING, BACKSET, METHOD OF FASTENING AND LIKE CHARACTERISTICS OF DOOR HARDWARE AND DOOR OPERATION.
REVIEW DOOR HARDWARE SETS WITH DOOR TYPES, FRAMES, SIZES AND DETAILS ON DRAWINGS. VERIFY SUITABILITY AND ADAPTABILITY OF ITEMS SPECIFIED IN

RELATION TO DETAILS AND SURROUNDING CONDITIONS.

END OF SECTION
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