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GENERAL NOTES:

10.

1.

12.

13.

THE CONTRACTOR SHALL EXAMINE AND VERIFY, AT THE SITE, ALL
CONDITIONS AND DIMENSIONS. DIMENSIONS OF THE EXISTING STRUCTURES
SHOWN ON THESE PLANS ARE FOR GENERAL REFERENCE ONLY. THEY HAVE
BEEN TAKEN FROM THE ORIGINAL CONSTRUCTION OR SUBSEQUENT
REHABILITATION DRAWINGS AND ARE NOT GUARANTEED. THE CONTRACTOR
SHALL TAKE ALL SUCH MEASUREMENTS TO ASSURE PROPER FIT OF THE
FINISHED WORK, AND THE CONTRACTOR SHALL ASSUME FULL
RESPONSIBILITY FOR THEIR ACCURACY. IF FIELD CONDITIONS AND
DIMENSIONS DIFFER FROM THOSE SHOWN ON THE PLANS, THE CONTRACTOR
SHALL USE THE FIELD CONDITIONS AND DIMENSIONS AND MAKE THE
APPROPRIATE CHANGES TO THOSE SHOWN ON THE PLANS, AS APPROVED
BY THE ENGINEER. WHEN SHOP DRAWINGS BASED ON FIELD MEASUREMENT
ARE SUBMITTED FOR APPROVAL. THE FIELD MEASUREMENTS MADE SHALL
BE INDICATED ON THE SHOP DRAWINGS SUBMITTED FOR REFERENCE OF THE
REVIEWER.

A PRE-BID WALK—THROUGH SHALL BE SCHEDULED SO THE CONTRACTOR
CAN FAMILIARIZE HIMSELF WITH THE FIELD CONDITIONS TO JUDGE FOR
HIMSELF THE EXTENT AND NATURE OF THE WORK TO BE DONE UNDER THIS
CONTRACT. NO EXTRA COMPENSATION WILL BE ALLOWED TO THE
CONTRACTOR BECAUSE OF THE CONTRACTOR'S FAILURE TO INCLUDE IN HIS
BID ALL ITEMS AND MATERIALS WHICH HE IS REQUIRED TO FURNISH IN
ACCORDANCE WITH THE CONTRACT DOCUMENTS, THE CONTRACTOR SHALL
REVIEW THE SPECIFICATIONS FOR THE PRE-BID WALK—-THROUGH
INFORMATION.

THERE SHALL BE NO CLAIM AGAINST MONTCLAIR STATE UNIVERSITY (MSU)
MADE BY THE CONTRACTOR FOR WORK PERTAINING TO MODIFICATIONS, AS
MAY BE REQUIRED, DUE TO ANY DIFFERENCE BETWEEN ACTUAL FIELD
CONDITIONS AND THOSE SHOWN BY THE DETAILS AND DIMENSIONS ON THE
CONTRACT PLANS. THE CONTRACTOR WILL BE PAID AT THE UNIT BID PRICE
FOR THE ACTUAL QUANTITIES OF MATERIALS USED FOR THE WORK
PERFORMED, AS INDICATED BY THE VARIOUS ITEMS IN THE CONTRACT.

THE CONTRACTOR'S ATTENTION IS DIRECTED TO THE FACT THAT DUE TO
THE NATURE OF REHABILITATION PROJECTS, THE EXACT EXTENT OF
REHABILITATION WORK CANNOT ALWAYS BE ACCURATELY DETERMINED PRIOR
TO THE COMMENCEMENT OF WORK. THESE CONTRACT DOCUMENTS HAVE
BEEN PREPARED BASED ON FIELD INSPECTION AND SURVEY AND OTHER
INFORMATION AVAILABLE AT THE TIME. ACTUAL FIELD CONDITIONS MAY
REQUIRE MODIFICATION TO CONSTRUCTION DETAILS AND WORK QUANTITIES.
THE CONTRACTOR SHALL PERFORM THE WORK IN ACCORDANCE WITH INTENT
OF THE CONTRACT DOCUMENTS AND TO SUIT FIELD CONDITIONS. ALL EPAIR
QUANTITIES ABOVE THE ESTIMATED ITEM QUANTITIES ARE SUBJECT TO
APPROVAL BY THE ENGINEER.

THE CONTRACTOR SHOULD NOTE THAT ADDITIONAL WORK MAY BE REQUIRED
AS THE CONTRACT PROGRESSES, WHICH IS NOT SHOWN OR NOTED ON THE
THIS WORK SHALL BE PERFORMED BY THE CONTRACTOR, AS ORDERED BY
THE ENGINEER, AND PAYMENT SHALL BE MADE AT THE BID PRICE FOR THE
APPROPRIATE ITEMS.

ALL WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH THE
CONTRACT DRAWINGS, SPECIFICATIONS AND THE RULES AND REGULATIONS
OF THE UNIFORM CONSTRUCTION CODE OF THE STATE OF NEW JERSEY AND
ALL OTHER STATE AGENCIES OR DEPARTMENTS HAVING JURISDICTION OF

- ANY PORTION OF SPECIFIC PHASE OF THE WORK.

THE CONTRACTOR SHALL SUBMIT ALL HIS PROPOSED SAFETY MEASURES TO
BE TAKEN DURING THE LIFE OF THE CONTRACT, 10 DAYS PRIOR TO THE
START OF CONSTRUCTION.

THE CONTRACTOR WILL BE HELD RESPONSIBLE FOR ALL DAMAGE TO THE
EXISTING FACILITY CAUSED BY HIS OPERATIONS WHICH IS NOT INCLUDED AS
PART OF THE INTENDED WORK. ALL DAMAGE TO THE EXISTING FACILITY
WHICH IS NOT PART OF THE INTENDED WORK SHALL BE REPAIRED BY THE
CONTRACTOR WITHOUT ANY COST TO THE CITY OF SUMMIT AND TO THE
SATISFACTION OF THE ENGINEER.

PRIOR TO START OF CONSTRUCTION AND PRIOR TO SUBMITTAL OF SHOP
DRAWINGS, THE CONTRACTOR SHALL VERIFY THE DIMENSIONS SHOWN OR
IMPLIED ON THE DRAWINGS AND BRING ANY DISCREPANCIES TO THE
ATTENTION OF THE ENGINEER.

THE CONTRACTOR SHALL GIVE AT LEAST 10 DAYS NOTICE TO MSU PRIOR
TO BEGINNING WORK.

THE CONTRACTOR SHALL SUBMIT A DETAILED CONSTRUCTION SCHEDULE FOR
APPROVAL PRIOR TO THE START OF WORK.

ALL CONSTRUCTION WORK SHALL BE PERFORMED IN ACCORDANCE WITH ALL
APPLICABLE SAFETY CODES. APPLICABLE SAFETY CODES SHALL MEAN THE
LATEST EDITION INCLUDING ANY AND ALL AMENDMENTS, REVISIONS AND
ADDITIONS THERETO TO THE FEDERAL DEPARTMENT OF LABOR,
OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION’S "OCCUPATIONAL
SAFETY AND HEALTH STANDARDS” (OSHA); AND APPLICABLE SAFETY,
HEALTH REGULATIONS AND BUILDING CODES FOR CONSTRUCTION IN THE
STATE OF NEW JERSEY.

THE CONTRACTOR SHALL CONDUCT HIS REMOVAL OPERATIONS TO THE
SATISFACTION OF THE ENGINEER SO AS NOT TO UNDULY DISTURB
UNDERLYING MATERIALS WHICH ARE TO REMAIN IN PLACE. THE
CONTRACTOR SHALL PERFORM ALL WORK WITH CARE SO THAT ANY
MATERIALS WHICH ARE TO REMAIN IN PLACE, OR WHICH ARE TO REMAIN
THE PROPERTY OF THE CITY OF SUMMIT, WILL NOT BE DAMAGED. IF THE
CONTRACTOR DAMAGES ANY MATERIALS WHICH ARE TO REMAIN IN PLACE,
OR WHICH ARE TO REMAIN THE PROPERTY OF THE CITY OF SUMMIT, THE
DAMAGED MATERIAL SHALL BE REPAIRED OR REPLACED IN A MANNER
SATISFACTORY TO THE ENGINEER AT THE EXPENSE OF THE CONTRACTOR.

GENERAL NOTES (CONTD.):

14.

15.

16.

GENERAL CONCRETE REMOVAL AND REPAIR NOTES:

A ; 1. ALL DETERIORATED STRUCTURAL CONCRETE SHALL BE REMOVED TO DEPTH
CONCRETE: WHERE SOUND CONCRETE IS EXPOSED. BEFORE STARTING THIS WORK, THE
MINIMUM CONCRETE & REPAIR MORTAR STRENGTH SHALL BE 4,000 PSI, CONTRACTOR SHALL SUBMIT TO THE ENGINEER FOR APPROVAL A PLAN
UNLESS SPECIFIED OTHERWISE. (REFER TO THE CONCRETE REPAIR SHOWING HIS PROPOSED METHOD, EQUIPMENT AND SEQUENCE FOR THE
SPECIFICATIONS AND THE SPECIFIC CONCRETE REPAIR NOTES.) REMOVAL WORK.
STEEL REINFORCEMENT: 2. EXPOSED REINFORCING STEEL WHICH IS TO REMAIN IN THE STRUCTURE
: ' SHALL BE PROTECTED FROM DAMAGE, AND SANDBLAST CLEANED TO THE

MINIMUM STEEL REINFORCEMENT STRENGTH SHALL BE 60,000 PSI, UNLESS , ;
SPECIFIED OTHERWISE. (FOR BAR REINFORCEMENT, REFER TO THE BAR o A T e e yoenise NEER, OR OTHERWISE BE REPLACED AT THE
REINFORCING SPECIFICATIONS AND SPECIFIC REINFORCING REPAIR NOTES.) :
s s > 2 s ey ot Ay oo oo o
T oASTy G D asoiPES: BERS, AND PLATES SHALL CONFORM CONFORMING TO MATERIAL SPECIFICATION PROVIDED IN SPECIFICATION

' SUPPLEMENTS. IF ONE OF THESE SURFACES IS ORIGINAL, THE SURFACE

SHALL ALSO BE SANDBLASTED TO THE SATISFACTION OF THE ENGINEER.
Mo O o R Ty ROIATE HIS WORK WITH THE ALL COSTS ASSOCIATED WITH APPLYING THIS EPOXY BONDING COMPOUND
' SHALL BE INCLUDED IN THE RESPECTIVE REPAR ITEMS.

THE CONTRACTOR SHALL HAVE AN ENGINEER LICENSED IN THE STATE OF 5/
NEW JERSEY PREPARE AND SEAL A SET OF ALL SHOP DRAWINGS FOR 4, ALL EXPOSED EDGES OF CONCRETE ARE TO BE CHAMFERED A , UNLESS
DEMOLITION AND REMOVAL OF STRUCTURES AND ALL REQUIRED OTHERWISE NOTED.
REPLACEMENT OR REPAIR DETAILS. SIX SETS OF PLANS AND 3 SETS OF
CALCULATIONS SHALL BE SUBMITTED TO THE RESIDENT ENGINEER FOR 5. WHERE STRANDS ARE VISIBLE NO SAWCUTING IS ALLOWED.

APPROVAL AT LEAST 14 WORKING DAYS PRIOR TO THE COMMENCEMENT
OF ANY OF THE ABOVE WORK. ALL COSTS FOR PREPARING THESE PLANS
AND CALCULATIONS SHALL BE INCLUDED IN THE VARIOUS ITEMS OF THE
CONTRACT.

DEMOLITION AND STRUCTURE REMOVAL NOTES:

1.

CONTRACTOR SHALL PROVIDE ALL TEMPORARY SUPPORTS, BRACING AND
OTHER DEVICES REQUIRED OR DIRECTED BY THE ENGINEER TO PROTECT THE

MISCELLANEOUS NOTES:

1.

THE CONTRACTOR IS ADVISED THAT ADDITIONAL "NOTES” WILL BE FOUND
ON SUBSEQUENT SHEETS OF THE CONTRACT PLANS AND SUCH "NOTES”
WHERE PERTAINING TO THESE SPECIFIC SHEETS THEY ARE PLACED ON,

ALSO SUPPLEMENT THE GENERAL NOTES LISTED HEREIN.

SAFETY OF ADJACENT STRUCTURES. 2. NO ADDITIONAL PAYMENT WILL BE MADE FOR WORK CALLED FOR BY NOTES
ON THE PLANS OR IN THE SPECIFICATIONS UNLESS PAYMENT IS
DURING REMOVAL OPERATIONS, THE CONTRACTOR SHALL NOT DROP WASTE SPECIFICALLY INDICATED BY ITEM DESCRIPTION. THE COST OF THE WORK
CONCRETE, DEBRIS OR OTHER MATERIAL ON TO PROPERTY OR ROADWAYS FOR WHICH NO PAYMENT ITEM IS INDICATED, SHALL BE INCLUDED IN THE
ADJACENT TO THE PARKING STRUCTURE EXCEPT WHERE THE PLANS OR UNIT PRICES BID FOR VARIOUS ITEMS OF THIS CONTRACT.
SPECIFICATIONS SPECIFICALLY PERMIT THE DROPPING OF MATERIAL.
PLATFORMS, NETS, SCREENS OR OTHER PROTECTIVE DEVICES SHALL BE 3. WHENEVER ITEMS IN THE CONTRACT REQUIRE MATERIALS TO BE REMOVED
USED TO CATCH THE MATERIAL. IF THE ENGINEER DETERMINES THAT AND DISPOSED, THE COST OF SUPPLYING A DISPOSAL AREA AND
ADEQUATE PROTECTIVE DEVICES ARE NOT BEING EMPLOYED, THE WORK TRANSPORTATION TO THE AREA SHALL BE INCLUDED IN THE UNIT PRICE
SHALL BE SUSPENDED UNTIL ADEQUATE PROTECTION IS PROVIDED, IF BID FOR THOSE ITEMS.
MATERIAL FALLS ON THE AREA BELOW AND ADJACENT TO THE PARKING
STRUCTURE, IT SHALL BE REMOVED AND DISPOSED OF BY THE 4. THE CONTRACTOR SHALL PROTECT THE WORKERS AT ALL TIMES IN
CONTRACTOR ON A REGULAR BASIS. CONFORMANCE WITH APPLICABLE OSHA REGULATIONS.
THE COST OF FURNISHING, INSTALLING, MAINTAINING, REMOVING AND 5. IT WILL BE THE CONTRACTOR’S OBLIGATION AND RESPONSIBILITY TO USE
DISPOSING OF ALL PLATFORMS, NETS, SCREENS AND OTHER PROTECTIVE METHODS AND EQUIPMENT WHICH WILL INSURE THE SATISFACTORY
DEVICES SHALL BE INCLUDED IN THE LUMP SUM PRICE BID. COMPLETION OF THE REQUIRED WORK WITHOUT ANY DELAY.
6. PROTECTION OF THE PUBLIC: THE CONTRACTOR SHALL MAINTAIN AND
PROTECT THE TENANTS OF THE FACILITY AT ALL TIMES DURING
CONSTRUCTION.
7. THE CONTRACTOR SHALL INSTALL MAINTENANCE AND PROTECTION OF
TRAFFIC SIGNS AND DEVICES AS SHOWN ON THE PLANS.
8. THE CONTRACTOR SHALL ADD ADDITIONAL SIGNING AS DIRECTED BY THE
ENIGNEER.
9. INSTALLATION, DIMENSIONS, COLORS, AND DETAILS OF VARIOUS SIZE SIGNS,

AND ACCESSORY PANELS TO FOLLOW STANDARDS IN THE CURRENT
"MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND
HIGHWAYS”.

1.

SCOPE OF WORK:

THE REPAIR WORK INCLUDED IN THIS CONTRACT IS TO BE PERFORMED IN
TWO PHASES OVER THE COURSE OF THE 2020 AND 2021 CALENDAR YEARS,
THE WORK TIME FRAMES OF WHICH ARE FURTHER DEFINED IN THE
SPECIFICATIONS.

THE REPAIR WORK SHOWN FOR LEVELS 5 THROUGH 8 WILL BE PERFORMED IN
THE FIRST PHASE; AND THE WORK FOR LEVELS 1 THROUGH 4 WILL BE
PERFORMED IN THE SECOND PHASE.

REPAIR CONCRETE DEFECTS (SPALLS/SCALE/CRACKS) OF PARKING GARAGE
STRUCTURE AS SHOWN ON PLANS AND AS DIRECTED UNDER THIS CONTRACT.

REPAIR JOINTS WHERE SHOWN ON PLANS UNDER THIS CONTRACT.

PLACE WATERPROOFING PROTECTIVE COAT SYSTEM SUBSEQUENT TO
PERFORMANCE OF REPAIRS WHERE INDICATED.

REPAINT ALL EXISTING STRIPES AND TRAFFIC MARKINGS FOR ALL LEVELS OF
PARKING DECK TO MATCH EXISTING.

THE REPAIRS DETAILED ON THESE PLANS REFLECT THE EXTENT OF WORK
- REQUIRED AS DETERMINED FROM INSPECTIONS PERFORMED DURING THE
PREPARATION OF THE CONTRACT PLANS. THE CONTRACTOR IS ADVISED
THAT THE EXTENT OF THE REPAIRS MAY DIFFER AT THE START OF
CONSTRUCTION AND THAT THE CONTRACTOR SHALL BE REQUIRED TO
PERFORM ADDITIONAL REPAIR WORK AS DIRECTED BY THE ENGINEER.

ALL REPAIR AREAS INDICATED ON PLANS ARE APPROXIMATE, THE EXACT
LIMITS AND TYPE OF REPAIRS TO BE PERFORMED MUST BE VERIFIED AND
APPROVED BY THE ENGINEER AT THE TIME OF CONSTRUCTION.
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NOTES:

1. FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, SEE SHEETS 11 AND 12.

PLAN |IF&WHERE| TOTAL

TO BE CONSTRUCTED UNIT | QUANTITY | QUANTITY | QUANTITY
REPAIR OF CONCRETE DECK, TYPE A S.F. 24 6 30
REPAIR OF CONCRETE DECK, TYPE B S.F. 1 4 5
REPAIR OF CONCRETE DECK, TYPE 1 S.F.
REPAIR OF CONCRETE DECK, TYPE 2 S.F.

PLAN | IF&WHERE|] TOTAL

TO BE CONSTRUCTED UNIT | QUANTITY | QUANTITY | QUANTITY
REPAIR OF CRACK L.F. 269 1 280
REPAIR OF UNDERSIDE CRACK L.F. 8 2 10

PLAN | IF&WHERE| TOTAL

TO BE CONSTRUCTED UNIT | QUANTITY | QUANTITY | QUANTITY
JOINT TYPE A L.F. 152 20 172
JOINT TYPE B L.F.
JOINT TYPE C L.F.
JOINT TYPE D L.F.

TYPE A
2'x1’
H
N TYPE Al IR R R | B e | w
g_\1—x§—— AR 4 REPARR [TYPE A
z o s
; ”\UP ;
) v Y T g ||
OFFKE TORET BREAK ROOM/ N _ N i _ 3 _ ’ _ _ _ ) _
ki I ]
) ,. | 2.5 || Pt~
/] TYPE B i -
| 185" &
e S
T DRAN en @
TYPE A Lo
r_,_o_“rxr ]
=3 HC
\ | PE A CRACK AT (WALL | |
e A e ’ 1:)(6» HZ‘"S
4%D.5" L=7" L=7
e AN
L 0 VNN \\\ L_\\\ T HANANA SN — &
2l \ N N \\\
| L=2 N N\ \ \ \\\
NN AN AN AN \\ \} e
n r NSNS U U D () LEVEL EIGHT

LEVEL SEVEN

<0UT
o— (T
IN—

COLUMN

LINES

TYP.
S @g 3 €2 6 (19

LEVEL ONE

SCALE: 1/16” = 1'-0"

LEVEL FIVE

LEVEL FOUR

—®

LEVEL THREE ______@

LEVEL TWO

LEGEND . LEVEL ONE ()
NN - TP SIDE E)
%////; ~ —UNDERSIDE

STRUCTURE KEY

STEPHEN T. BOSWELL JOHN R. VALENTIN | RED HAWK DECK REHABILITATION
| MONTCLAIR STATE UNIVERSITY

LEVEL ONE PLAN

m B MONTCLAIR TOWNSHIP

BoswELL

ENGINEERS — SURVEYORS — PLANNERS — SCIENTISTS S L S S
| SURVEYED| DRAWN | DESIGNED| GHECKED 330 PHILLIPS AVENUE, SOUTH HACKENSACK, N.J. 07606 po : |
NO. | DATE DESCRIPTION v | er | e | s | TEL: (201) 641-0770 * FAX: (201) 641—1831 | PROFESSIONAL ENGINEER N.J. LIC. 34680 PROFESSIONAL ENGINEER N.J. LIC. 37568 e i AR L e

N.J. CERTIFICATE OF AUTHORIZATION NO. 24GA27958000 rammc 0. 19—107 GARAGE REHAB  seer 3 o 20




FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, SEE SHEETS 11 AND 12.
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FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, SEE SHEETS 11 AND 12,
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FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, REFER TO SHEETS 11 AND 12.
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FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, REFER TO SHEETS 11 AND 12.
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FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, REFER TO SHEET 11 AND 12.
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FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, REFER TO SHEETS 11 AND 12.
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NOTES:

FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, REFER TO SHEETS 11 AND 12.
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SAW CUT 1" DEEP AROUND
CONCRETE AREA TO BE REMOVED

(SEE "DETAIL A™)

EXISTING
REINFORCEMENT

WATERPROOFING ‘
CLEAN AREA AS PER EXIST. SPALLED, DELAMINATED PROTECTIVE SYSTEM
SPECIFICATION OR DETERIORATED CONC. AREA TO BE _APPLIED UPON

COMPLETION OF ALL

CONCRETE PATCH
TOP OF EXISTING REPAIR WORK
DECK SLAB
N\ A\,
< NIE AN - . < . =
\‘. . ‘.\:‘. T et n g e ST S PR A B S
USSR NANANAANRNNNR

EXIST. SPALLED,
DELAMINATED, HONEYCOMBED
OR DETERIORATED CONC. AREA

EXISTING REINF.

(SEE DETAIL "B")

e REMOVE DETERIORATED MATERIAL TO SOUND CONC.
LEAVING NO OFFSET OR ABRUPT CHANGES IN
. A CONTOUR. FINAL SOUND SURFACE SHALL BE
STEEL TROWEL ‘ AL SANDBLASTED, CLEANED, AIR—BLOWN AND COATED
FINISH SURFACE ‘ WITH BONDING COMPOUND IMMEDIATELY PRIOR TO
APPLICATION OF REPAIR MORTAR.

~— EXISTING
: CONCRETE

ALL COSTS FOR LABOR AND MATERIALS NECESSARY TO

BARS (TYP.)

REPAIR SOUND CONCRETE
SURFACE LINE
BONDING AGENT

ALL COSTS FOR LABOR AND MATERIALS NECESSARY TO
PERFORM REPAIR TYPE A SHALL BE INCLUDED IN BID ITEM

"REPAIR OF CONCRETE DECK, TYPE A”. THIS SHALL INCLUDE
REMOVAL AND DISPOSAL OF DETERIORATED CONCRETE,
B_EPAIR OF CONCRMCK’ TYPE_: A SAWCUTTING, CLEANING AND PREPARATION OF REPAIR AREA,
N.T.S. EPOXY COATING FOR EXISTING STEEL, REPAIR MORTAR
INCLUDING BONDING AGENT, AND BROOM FINISH.

' P PERFORM REPAIR TYPE 1 SHALL BE INCLUDED IN BID ITEM

"CONCRETE REPAIR, TYPE 1". THIS SHALL INCLUDE REMOVAL
AND DISPOSAL OF DETERIORATED CONCRETE, SAWCUTTING,
CLEANING AND PREPARATION OF REPAIR AREA, EPOXY
COATING FOR EXISTING STEEL, REPAIR MORTAR INCLUDING
BONDING AGENT, AND TROWEL FINISH.

BEVEL—IN SAWCUT
1/8" MIN. (TYP.)

CONCRETE REPAIR, TYPE 1
(VERTICAL AND OVERHEAD SURFACES)

EXISTING
SAW CUT 1” DEEP AROUND REINFORCEMENT
CONCRETE AREA TO BE REMOVED
WATERPROOFING EE "DET »
PROTECTIVE SYSTEM S ETAIL A7) 8@
TO BE APPLIED UPON A NEW CORROSION PROTECTED REINFORCEMENT BAR ) STEEL TROWEL e
EXIST. SPALLED, DELAMINATED < — ,
COMPLETION OF ALL OF DETERIORATED CONC— AREA AS REQUIRED (SEE NOTES). MODIFY THE LIMITS OF 3~ FINISH SURFACE 47
CONCRETE PATCH , : S THE REPAIR AREA TO MEET THE REINFORCEMENT a‘g% ™
REPAIR WORK SPLICE LAP REQUIREMENTS. Mg ATTACH 3X3 W1.4xW1.4
25° | EPOXY COATED WIRE FABRIC ___
TOP OF EXISTING a.::@ =z REINFORCEMENT TO EXISTING
0 =l BAR REINFORCING WITH WIRE ;
DECK SLAB o<|B .,
HES L, -~ 3/4” MIN.
358 |
sk
<a
A

EXISTING REINF.
BARS (TYP.)

EXIST. DECK
SLAB THICKNESS

3/4” MIN. CLR.

(ALL AROUND) _— / ‘
REPA!R/ SOUND CONCRETE
SURFACE LINE

LIMITS OF CONCRETE REMOVAL

BONDING AGENT ALL COSTS FOR LABOR AND MATERIALS NECESSARY TO
PERFORM REPAIR TYPE B SHALL BE INCLUDED IN BID ITEM

BEVEL—IN SAWCUT
1/8" MIN. (TYP.)

~~~___EXISTING CONCRETE

CONCRETE REPAIR, TYPE 2
(VERTICAL AND OVERHEAD SURFACES)

GENERAL NOTES:

1. DECK REINFORCEMENT BAR DETAILS SHOWN ARE GENERAL. ACTUAL REINFORCEMENT BAR SPACINGS AND
LOCATIONS WILL VARY FROM BEAM TO BEAM.

2. ALL PROPRIETARY PRODUCTS LISTED IN DETAILS ON THIS SHEET ARE AS MANUFACTURED BY BASF
BUILDING SYSTEMS, 889 VALLEY PARK DRIVE, SHAKOPEE, MN, 55379. CONTRACTOR MAY SUBSTITUTE
OTHER PRODUCTS ON AN OR EQUAL BASIS TO BE APPROVED BY THE ENGINEER.

3. ALL COSTS FOR LABOR AND MATERIALS NECESSARY TO INSTALL WATERPROOF COATING SYSTEM SHALL
BE INCLUDED IN BID ITEM "WATERPROOFING PROTECTIVE COAT SYSTEM”. THIS SHALL INCLUDE CLEANING
AND PREPARATION OF AREA TO BE COATED, PRIMER COAT, BASE COAT AND TOP COAT AS PER :
MANUFACTURERS RECOMMENDATIONS.

REPAIR OF CONCRETE DECK, TYPE A:

THIS REPAIR SHALL BE USED AT ALL AREAS OF DETERIORATION ON THE PARKING DECK SURFACE WHERE
DETERIORATION WITH NO MORE THAN 25% OF REBAR SURFACE EXPOSED AND A DEPTH OF 2 INCHES OR
LESS.

1. REMOVE ALL UNSOUND OR DELAMINATED CONCRETE, PROVIDING A MINIMUM OF 1/4” SUBSTRATE
PROFILE.

2. SAWCUT THE PERIMETER OF THE AREA BEING REPAIRED TO A MINIMUM DEPTH OF 1” TO PREVENT
FEATHERED EDGES. DO NOT CUT THE REINFORCEMENT.

3. AFTER REMOVAL OF CONCRETE BUT BEFORE PLACEMENT, MECHANICALLY ABRADE THE CONCRETE
SURFACE TO REMOVE ALL BOND—INHIBITING MATERIALS AND TO PROVIDE ADDITIONAL MECHANICAL BOND.
DO NOT USE A METHOD OF SURFACE PREPARATION THAT WILL FRACTURE THE CONCRETE. VERIFY THE
ABSENCE OF MICROCRACKING OR BRUISING IN ACCORDANCE WITH ICRI GUIDELINE NO. 03732.

4. ALL EXPOSED STEEL REINFORCING SHALL BE EPOXY COATED.

5. APPLY BONDING AGENT TO CLEAN DRY OR DAMP SURFACE. IF SURFACE IS WET, REMOVE FREE WATER
BY AIR BLAST OR SQUEEGEE. USE A BRUSH, PAINT ROLLER, SQUEEGEE, CONVENTIONAL SPRAYER, OR
AIRLESS SPRAYER TO APPLY BONDING AGENT. THE MINIMUM BONDLINE THICKNESS SHOULD BE 15 MILS.

6. IMMEDIATELY PLACE THE REPAIR MORTAR FROM ONE SIDE OF THE PREPARED AREA TO THE OTHER.
WORK THE MATERIAL FIRMLY INTO THE BOTTOM AND SIDES OF THE PATCH TO ENSURE GOOD BOND.
LEVEL THE REPAIR MORTAR AND SCREED IT TO THE ELEVATION OF THE EXISTING CONCRETE. APPLY THE
APPROPRIATE BROOM FINISH.

FOLLOW ACI—RECOMMENDED CONCRETING PRACTICES FOR HOT OR COLD WEATHER.

7.
8. ALLOW TO CURE AS PER MANUFACTURER'S RECOMMENDATIONS BEFORE PRIMING AND TOPCOATING.
REPAIR OF CONCRETE DECK, TYPE B:

THIS REPAIR SHALL BE USED AT ALL AREAS OF DETERIORATION ON THE PARKING DECK SURFACE WHERE
DETERIORATION WITH MORE THAN 25% OF REBAR SURFACE EXPOSED OR A DEPTH GREATER THAN 2
INCHES.

1. REMOVE ALL UNSOUND OR DELAMINATED CONCRETE, PROVIDING A MINIMUM OF 1/4" SUBSTRATE
PROFILE AND 3/4" CLEARANCE BEHIND CORRODED REINFORCING STEEL.
2. SAWCUT THE PERIMETER OF THE AREA BEING REPAIRED TO A MINIMUM DEPTH OF 1" TO PREVENT
FEATHERED EDGES. DO NOT CUT THE REINFORCEMENT.
3. AFTER REMOVAL OF CONCRETE BUT BEFORE PLACEMENT, MECHANICALLY ABRADE THE CONCRETE
SURFACE TO REMOVE ALL BOND—INHIBITING MATERIALS AND TO PROVIDE ADDITIONAL MECHANICAL BOND.
DO NOT USE A METHOD OF SURFACE PREPARATION THAT WILL FRACTURE THE CONCRETE. VERIFY THE
ABSENCE OF MICROCRACKING OR BRUISING IN ACCORDANCE WITH ICRI GUIDELINE NO. 03732.
4, ALL EXPOSED STEEL REINFORCING SHALL BE EPOXY COATED. ALL DETERIORATED REINFORCEMENT
SHALL BE TREATED AS FOLLOWS:
A) SECTION LOSS LESS THAN 25% THE REBAR SHALL BE CLEANED AND EPOXY
COATED AS DESCRIBED IN SPECIFICATION SUBSECTION 524.04.
B) SECTION LOSS BETWEEN 25% AND 50% THE REBAR SHALL BE CLEANED AND
EPOXY COATED AND LAPPED WITH A SUPPLEMENTARY REBAR OF EQUAL DIAMETER.
C) SECTION LOSS MORE THAN 50% THE REBAR SHALL BE CUT AND REPLACED WITH
NEW REINFORCEMENT AS DIRECTED BY THE ENGINEER.
THE NEW REINFORCEMENT COULD BE WELDED, LAP SPLICED OR ANCHORED IN THE
CONCRETE DEPENDING ON EACH INDIVIDUAL CASE AS DIRECTED BY THE ENGINEER.
5. APPLY BONDING AGENT TO CLEAN DRY OR DAMP SURFACE. IF SURFACE IS WET, REMOVE FREE WATER
BY AIR BLAST OR SQUEEGEE. USE A BRUSH, PAINT ROLLER, SQUEEGEE, CONVENTIONAL SPRAYER, OR
AIRLESS SPRAYER TO APPLY BONDING AGENT.

CONCRETE REPAIR, TYPE 1

THIS REPAIR SHALL BE USED AT ALL AREAS OF DETERIORATION ON THE UNDERSIDE OF
PARKING DECK BEAMS, SLABS, COLUMNS, AND MISCELLANEOUS CONCRETE WHERE
DETERIORATION WITH NO MORE THAN 25% OF REBAR SURFACE IS EXPOSED AND A DEPTH
OF 2 INCHES OR LESS.

1.

2.

10.
1.
12

13.

SQUARE CUT OR UNDERCUT THE PERIMETER OF THE AREA BEING PATCHED TO A
MINIMUM DEPTH OF 1/8" TO PREVENT FEATHEREDGES. DO NOT CUT REINFORCEMENT.
CHIP AND REMOVE UNSOUND AND DELAMINATED CONCRETE TO A DEPTH OF 1/8" OR
TO THE ADDITIONAL DEPTH NECESSARY TO REACH SOUND CONCRETE. LIMIT THE SIZE
OF CHIPPING HAMMERS TO 15 LBS TO REDUCE MICRO FRACTURES. DO NOT USE A
METHOD OF SURFACE PREPARATION THAT WILL FRACTURE THE CONCRETE. VERIFY THE
ABSENCE OF MICROCRACKING OR BRUISING IN ACCORDANCE WITH INTERNATIONAL
CONCRETE REPAIR INSTITUTE (ICRI) GUIDELINE NO. 03732.

AFTER CONCRETE REMOVAL, THOROUGHLY ABRADE THE ROUGHENED SURFACE AND
EXPOSED REINFORCEMENT TO REMOVE ALL BOND-INHIBITING MATERIALS SUCH AS RUST,
DIRT, LOOSE CHIPS, DUST, OIL, AND GREASE.

ALL EXPOSED STEEL REINFORCING SHALL BE EPOXY COATED.

SATURATE THE AREA THOROUGHLY WITH WATER FOR SEVERAL HOURS BEFORE PLACING
REPAIR MORTAR.

IMMEDIATELY BEFORE MIXING, BLOW OFF OR REMOVE ALL EXCESS WATER FROM REPAIR
AREA. SURFACE SHOULD HAVE A SATURATED SURFACE—DRY CONDITION DURING
PLACEMENT.

SCRUB A BOND COAT OF REPAIR MORTAR INTO THE PREPARED SURFACE WITH A STIFF
BRISTLED BROOM OR BRUSH. REPAIR MORTAR MUST BE PLACED BEFORE THE BOND
COAT DRIES. DO NOT DILUTE THE BOND COAT WITH WATER.

APPLY MATERIAL WHILE TAKING PROPER CONSIDERATION FOR COMPACTION AROUND
REINFORCING STEEL.

WHEN APPLYING IN MULTIPLE LIFTS, SCRATCH THE PRELIMINARY LIFT BEFORE INITIAL
SET. APPLY THE NEXT LIFT AFTER THE PRELIMINARY LIFT HAS REACHED FINAL SET. IF
THE NEXT LIFT WILL NOT BE PLACED IMMEDIATELY, KEEP THE SURFACE CONTINUALLY
MOIST.

CUT OFF OR LEVEL AS REQUIRED TO MATCH THE ORIGINAL CONCRETE ELEVATION.
MAXIMUM APPLICATION THICKNESS IS 2-3/4"

PROPER CURING IS EXTREMELY IMPORTANT AND SHOULD BE CONDUCTED IN
ACCORDANCE WITH ACI 308, "STANDARD PRACTICE FOR CURING CONCRETE.”

APPLY A CURING COMPOUND THAT COMPLIES WITH THE MOISTURE~RETENTION
REQUIREMENTS OF ASTM C 309 OR ASTM C 1315. APPLY CURING MATERIALS AS SOON
AS THE SURFACE CANNOT BE MARRED BY THE APPLICATION.

SHEETING MATERIAL, WET BURLAP, OR FOG SPRAY MAY BE USED IN PLACE OF CURING
COMPOUNDS. MINIMUM WET—CURING TIME IS 2 — 3 DAYS

CONCRETE REPAIR, TYPE 2

THIS REPAIR SHALL BE USED AT ALL AREAS OF DETERIORATION ON THE UNDERSIDE OF
PARKING DECK BEAMS, SLABS, COLUMNS, AND MISCELLANEOUS CONCRETE WHERE
DETERIORATION WITH MORE THAN 25% OF REBAR SURFACE IS EXPOSED OR A DEPTH OF
GREATER THAN 2 INCHES.

1.

2.

A)
B)

SQUARE CUT OR UNDERCUT THE PERIMETER OF THE AREA BEING PATCHED TO A
MINIMUM DEPTH OF 1/8” TO PREVENT FEATHEREDGES. DO NOT CUT REINFORCEMENT.
CHIP AND REMOVE UNSOUND AND DELAMINATED CONCRETE TO A DEPTH OF 1/8" OR
TO THE ADDITIONAL DEPTH NECESSARY TO REACH SOUND CONCRETE. WHERE STEEL
REINFORCEMENT HAS MORE THAN 25% OF ITS SURFACE ARE EXPOSED THE CONCRETE
SHALL BE REMOVED TO 3/4" BELOW THE REINFORCING. LIMIT THE SIZE OF CHIPPING
HAMMERS TO 15 LBS TO REDUCE MICRO FRACTURES. DO NOT USE A METHOD OF
SURFACE PREPARATION THAT WILL FRACTURE THE CONCRETE. VERIFY THE ABSENCE OF
MICROCRACKING OR BRUISING IN ACCORDANCE WITH ICRI GUIDELINE NO. 03732.
AFTER CONCRETE REMOVAL, THOROUGHLY ABRADE THE ROUGHENED SURFACE AND
EXPOSED REINFORCEMENT TO REMOVE ALL BOND—INHIBITING MATERIALS SUCH AS RUST,
DIRT, LOOSE CHIPS, DUST, OIL, AND GREASE.
ALL EXPOSED STEEL REINFORCING SHALL BE EPOXY COATED. ALL DETERIORATED
REINFORCEMENT SHALL BE TREATED AS FOLLOWS:
SECTION LOSS LESS THAN 25%: THE REBAR SHALL BE CLEANED AND EPOXY
COATED AS DESCRIBED IN SUBSECTION 524.04.S
SECTION LOSS BETWEEN 25% AND 50%: THE REBAR SHALL BE CLEANED AND
EPOXY COATED AND LAPPED WITH A SUPPLEMENTARY REBAR OF EQUAL DIAMETER.

EPAIR OF CONCRETE DECK. TYPE B .REPAR OF CONCRETE DECK, TYPE B". THIS SHALL INCLUDE THE MINIMUM BONDLINE THICKNESS SHOULD BE 15 MILS. % SEC!\JTSVNRLE(I)I\?EOQSE?N%E@A?S Sé)lgﬁcrgEBRYE%E E:g:%'fsgg CUT AND REPLACED WITH
N.T.S. STEEL, SAWCUTTING, CLEANING AND PREPARATION OF REPAIR LIMITS OF CONCRETE REMOVAL * WORK THE MATERIAL FIRMLY INTO THE BOTTOM AND SIDES OF THE PATCH TO ENSURE GOOD BOND. CONCRETE DEPENDING ON EACH INDIVIDUAL GASE AS DIRECTED BY THE ENGINEER.
PN, ORTAR INCLUDING BONDING AGENT, AND BROOM 7. FOLLOW AGI-RECOMMENDED CONCRETING PRACTICES FOR HOT OR COLD WEATHER REPAIR MORTAR. '
FINISH. . - . 6. Y w R
SAWCUT 1/8" W MIN. 8. ALLOW TO CURE AS PER MANUFACTURER’S RECOMMENDATIONS BEFORE PRIMING AND TOPCOATING. %‘#E?'%L%‘FACBE?SSU&X‘Q%\,EB "f SA%FRA??E@ %“{,%‘éig}‘:‘:%%%i&?ﬁéﬁ Dm?xg REPAIR
DEEP MIN. " MAX. (TYP.) PLACEMENT.
A L 7. SCRUB A BOND COAT OF REPAIR MORTAR INTO THE PREPARED SURFACE WITH A STIFF
< BRISTLED BROOM OR BRUSH. REPAIR MORTAR MUST BE PLACED BEFORE THE BOND
LIMITS OF CONCRETE REMOVAL 7 COAT DRIES. DO NOT DILUTE THE BOND COAT WITH WATER.
LIMIT OF WATERPROOFING ———— EXPOSED REINF. STEEL—— 8. APPLY MATERIAL WHILE TAKING PROPER CONSIDERATION FOR COMPACTION AROUND
REMOVAL | REINFORCING STEEL.
, , 9. WHEN APPLYING IN MULTIPLE LIFTS, SCRATCH THE PRELIMINARY LIFT BEFORE INITIAL
. 1" TYPICAL / 1 ITYPICAL ~——INCIPIENT SPALL SET. APPLY THE NEXT LIFT AFTER THE PRELIMINARY LIFT HAS REACHED FINAL SET. IF
| ' " THE NEXT LIFT WILL NOT BE PLACED IMMEDIATELY, KEEP THE SURFACE CONTINUALLY
SAWCUT 1" L 0 MIN. MOIST.
DEEP MIN. 1" MAX. (TYP.) 10. CUT OFF OR LEVEL AS REQUIRED TO MATCH THE ORIGINAL CONCRETE ELEVATION.
MAXIMUM APPLICATION THICKNESS IS 2—3/4"
$ LIMITS OF REPAIR AREA (PLAN VlﬁW) 11. PROPER CURING IS EXTREMELY IMPORTANT AND SHOULD BE CONDUCTED IN
f \ N N ACCORDANCE WITH ACl 308, "STANDARD PRACTICE FOR CURING CONCRETE.”
* EXPOSED REINF. STEEL —— LIMIT OF WATERPROOFING DETA”_ B 12. APPLY A CURING COMPOUND THAT COMPLIES WITH THE MOISTURE—-RETENTION
RESTORATION — REQUIREMENTS OF ASTM C 309 OR ASTM C 1315. APPLY CURING MATERIALS AS SOON
AS THE SURFACE CANNOT BE MARRED BY THE APPLICATION.
INCIPIENT SPALL * EXTEND LIMITS OF CONCRETE REMOVAL 13. SHEETING MATERIAL, WET BURLAP, OR FOG SPRAY MAY BE USED IN PLACE OF CURING
WHEN ADDITIONAL REINFORCEMENT IS COMPOUNDS. MINIMUM WET—CURING TIME IS 2 ~ 3 DAYS.
REQUIRED PER REPAIR TYPE B.
LIMITS OF REPAIR AREA (PLAN VIEW)
b2 »?”
DETAIL A
N.T.S.
* EXTEND LIMITS OF CONCRETE REMOVAL FOR EACH CRACK, INJECTION OF A
WHEN ADDITIONAL REINFORCEMENT IS EPOXY STARTS AT LOWEST HOLE 512
REQUIRED PER REPAIR TYPE B OR TYPE C. (OR AT ONE END OF HORIZONTAL o f_,
CRACK) WHEN EPOXY APPEARS AT £l
NEXT UPPER HOLE, INJECTION <|N
COMMENCES THERE. | a9
L T
T E
CRACK REPAIR CONCRETE
1. SAW CUT ALONG CRACK, %" WIDE x %" DEEP. SURFACE
2. PREPARE SURFACE FOR SEALANT BY GRINDING OR WIRE
BRUSHING TO EXPOSE A SOUND SURFACE FREE OF /'
CONTAMINATION AND LAITANCE.
3. PLACE BACKER ROD AT BOTTOM OF PREPARED ROUT.
4. APPLY PRIMER AND SEALANT PER MANUFACTURER'S
; 1/4” MIN. SAW CUT
APPLICATION INSTRUCTIONS. AND AIRBLOW CLEAN ‘ TOOL SURFACE
| z « o TYPICAL VERTICAL AND OVERHEAD CRACK REPAIR
AL W | — o
FACE OF CONCRETE | 1/8” MIN. FACE OF CONCRETE N CRACK SEALANT ** (EPOXY INJECTION CRACK REPAIR)
l CRACK _\ -
e |
/ f 3 ~ PRIMER FOR SEALANT
e ~ - e e
- ——
\I\ \__ %" CLOSED CELL
BACKER ROD
EXISTING CRACK PREPARATION CRACK _SEALING NOTES:
SCALE: N.T.S. SCALE: N.T.S. SCALE: N.T.S.
TYPICAL CRACK REPAIR
— 1. FOR GENERAL NOTES, SEE SHEET 2.
** CRACK SEALANT SHALL BE MASTERSEAL SL2 BY BASF BUILDING SYSTEMS OR APPROVED EQUAL.
STEPHEN T. BOSWELL JOHN R. VALENTIN RED HAWK DECK REHABILITATION
MONTCLAIR STATE UNIVERSITY
B REPAIR DETAILS-1
OSWELL M MONTCLAIR TOWNSHIP
ENGINEERS — SURVEYORS — PLANNERS — SCIENTISTS S — WS
GK : N A
. DESCRIPTION SURVEYED] DRAWN | DESIGNED| CHECKED 330 PHILLIPS AVENUE, SOUTH HACKENSACK, N.J. 07606 :
NO. | DATE BY B i sy | By TEL: (201) 641-0770 * FAX: (201) 641—1831 PROFESSIONAL ENGINEER N.J. LIC. 34680 PROFESSIONAL ENGINEER N.J. LIC. 37568 oA CHECKED BT A5 NOTED oo | Ve
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CONCRETE WALL

CLOSED CELL
BACKER ROD

P o R %
T o] REPLACE EXISTING DEFECTIVE
o N AT SEAL WITH NEW COLD—POUR JOINT SEALER
o e N R R (1/2" MAX. DEPTH_AT MIDPOINT)
IR IR NIEEI AN REPLACE EXISTING DEFECTIVE REPLACE EXISTING DEFECTIVE
o I eI SEAL WITH NEW COLD—POUR JOINT SEALER SEAL WITH NEW COLD—POUR JOINT SEALER
— o=m = E s (1/2" MAX. DEPTH_ AT MIDPOINT) (1/2" MAX. DEPTH AT MIDPOINT) e
ELEVATOR »4 [l i E? JOINT WATERPROOFING PROTECTIVE SYSTEM 4
N ‘ TYPE C ' -
2 jL— LS5 o TOP_COAT* g ‘
NUNCN NN b Ry 5 ‘4
~ JOINT THRNCNNNGY e JOINT BASE_COAT* :
- SN e
; x
\ “\ﬁ“\“\\ L M y PRIME
™~ «4.1
Rl H:EQ# |1 ]\ PRECAST
> ™~ L | \BEAM PANELS
JOINT 0T AT O = PRIMER =
TYPE G~ S B T FOR_SEALANT PRECAST
\N TN N e CONCRETE SLAB
X IR
- R | m
\\\ i I i i [ i [
I i i [ i1 H CLOSED CELL
i %\ [ 1 11 S‘E\l 1 JO'NT BACKER ROD
L 1 1 T Yyee o < PRIMER
e~ o FOR_SEALANT.
RS R e
TR N M H 18
il | 1 \)/\ i N | || 1"TO 27
- CAST IN PLACE CONCRETE
POUR STRIP
REPAIR JOINT SEALER, TYPE A DETAIL
EPAIR JOINT SEALER, TYPES A, B, & C LAYOUT N.T.S.
N.T.S. NOTE: THICKNESS OF COATINGS ARE EXAGGERATED
TO CLARIFY MATERIALS TO BE USED
* SEE SPECIFICATIONS FOR MINIMUM THICKNESS 1”10 2"

FIELD APPLIED MIN. %" INDEEP INJECTED

SEALANT BAND AND CORNER
BEAD ALONG SIDE OF DSM AS
SHOWN — BOTH SIDES
(SILICONE SUPPLIED BY EMSEAL)

WATERTIGHT FACTORY APPLIED
TRAFFIC—-GRADE SILICONE BELLOWS

(NUMBER OF BELLOWS VARIES WITH
NOMINAL MATERIAL SIZE)

INAL MATERIAL {SIZE

DEPTH VARIES WITH
N©O
f

EPOXY ADHESIVE o 2% 025 ERso,
BOTH SIDES / .
IMPREGNATED EXPANDING FOAM / ;
ANCHORING SYSTEM AND

SHOCK/SOUND ATTENUATING BAFFLE/ CONCRETE WALL

VARIES

PRECAST
CONCRETE

SLAB /\/

REPAIR JOINT SEALER, TYPE D DETAIL

N.T.S.

g

REPAIR JOINT SEALER, TYPE B DETAIL

N.T.S.

NOTE: THICKNESS OF COATINGS ARE EXAGGERATED

TO CLARIFY MATERIALS TO BE USED

* SEE SPECIFICATIONS FOR MINIMUM THICKNESS

o
&=
<L Li
o O
Ne]
& o
oo
o
=
x<§~
e
E>-§§
Py :tjg&l_
EXISTING SLAB a7
o 0:)-
X w
iio
S22
$899
o=l
0o
WO O
o
YA AN AR AN 4 AN NP Y AN NN AN AN AN SN LN AN AR LY AN AN AN LR AT AN AN AR AN AN 4
K I . ) L : .
JUR B a4 f E o

S L PSR X
MEMBRANE REMOVAL DETAIL

N.T.S.

MASTERSEAL TC 295
TOP COAT (15 MILS)

MASTERSEAL M 265
BASE COAT (25 MILS)

PRIMER MASTERSEAL P255
FOR CONCRETE

EXISTING SLAB

WATERPROOFING PROTECTIVE SEALANT DETAIL

N.T.S.

BASE COAT*

PRIMER

REPLACE EXISTING DEFECTIVE

SEAL WITH NEW COLD—POUR JOINT SEALER

(1/2” MAX. DEPTH AT MIDPOINT)

PRECAST CONCRETE

PRIMER
< FOR_SEALANT

PRIMER
FOR SEALANT

POUR STRIP

CAST IN PLACE CONCRETE

<

AN

1/2"70 1”

REPAIR JOINT SEALER, TYPE C DETAIL

N.T.S.

NOTE: THICKNESS OF COATINGS ARE EXAGGERATED
TO CLARIFY MATERIALS TO BE USED

* SEE SPECIFICATIONS FOR MINIMUM THICKNESS

EXISTING PARAPET

MASTERSEAL TC 295
TOP COAT (15 MILS)

MASTERSEAL M 265
BASE COAT (25 MILS)

PRIMER MASTERSEAL P255
FOR CONCRETE

vﬂ‘_. .
L d

\ EXISTING SLAB

EXISTING COLUMN

B T D m e

MASTERSEAL TC 295
TOP COAT (15 MILS)

MASTERSEAL M 265
BASE COAT (25 MILS)

/ PRIMER MASTERSEAL P255
/

FOR CONCRETE

%

\ EXISTING SLAB

LIMITS OF WATERPROOFING SEALANT DETAIL

N.T.S.

NOTES:

™. EXISTING
CONSTRUCTION JOINT

1. FOR GENERAL NOTES, SEE SHEET 2.
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STAGE |
WORK AREA

NOTES:

FOR GENERAL NOTES, SEE SHEET 2.

FOR REPAIR DETAILS, REFER TO SHEET 11 AND 12.

NO MORE THAN TWO LEVELS WILL BE CLOSED FOR THE
PERFORMANCE OF THE REPAIRS AT ANY ONE TIME.
WHEN PERFORMING TOP OF DECK REPAIRS, THE
CONTRACTOR SHALL ALSO CORDON OFF THE PARKING
DECK AREA IMMEDIATELY BELOW.
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NOTES:

FOR GENERAL NOTES, SEE SHEET 2.

FOR REPAIR DETAILS, SEE SHEETS 11 AND 12.

NO MORE THAN TWO LEVELS WILL BE CLOSED FOR THE
PERFORMANCE OF THE REPAIRS AT ANY ONE TIME.
WHEN PERFORMING TOP OF DECK REPAIRS, THE
CONTRACTOR SHALL ALSO CORDON OFF THE PARKING
DECK AREA IMMEDIATELY BELOW.

S s

STAGE I
WORK AREA
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NOTES:

1. FOR GENERAL NOTES, SEE SHEET 2.

. FOR REPAIR DETAILS, REFER TO SHEET 11 AND 12.

2
3. NO MORE THAN TWO LEVELS WILL BE CLOSED
4

FOR THE

PERFORMANCE OF THE REPAIRS AT ANY ONE TIME.
. WHEN PERFORMING TOP OF DECK REPAIRS, THE
CONTRACTOR SHALL ALSO CORDON OFF THE PARKING

DECK AREA IMMEDIATELY BELOW.
5. THE WORK ZONE SHOWN FOR THIS LEVEL WILL

REQUIRE

NO.

BY

BY

BY

BY

TEL: (201) 641-0770 = FAX: (201) 641-1831
N.J. CERTIFICATE OF AUTHORIZATION NO. 24GA27958000
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NOTES

CONTRACTOR SHALL ALSO CORDON OFF THE PARKING

THE PERFORMANCE OF THE REPAIRS AT ANY ONE
DECK AREA IMMEDIATELY BELOW.

TIME.
4. WHEN PERFORMING TOP OF DECK REPAIRS, THE

FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, REFER TO SHEETS 11 AND 12.

3. NO MORE THAN TWO LEVELS WILL BE CLOSED FOR

1.

T

T

T

o
P
e
LLE
prd
prd
< _
CP
oL
L W
28
=
=
z
o
7]
0.
O
T
7p]

TINGAIN N

IHK/H \\

LEGEND

LEVEL TWO-STAGE |

WORK AREA

1 ,———O”

1/16”

SCALE:

MONTCLAIR STATE UNIVERSITY

RED HAWK DECK REHABILITATION
LEVEL TWO PLAN

CONSTRUCTION STAGE |

MONTCLAIR TOWNSHIP

DATE .
1/3/20

NEW JERSEY

JOB NO.

o 20

19-107
SHEET 1 6

SCALE
AS NOTED

DESIGNED BY Two

CHECKED BY W&Rv

ESSEX COUNTY

SURVEYED BY
DRAWN BY c¢L

oramne no. 19—107 GARAGE REHAB

JOHN R.

VALENTIN

'PROFESSIONAL ENGINEER N.J. LIC. 37568

BOSWELL

STEPHEN T.

PROFESSIONAL ENGINEER N.J. LIC. 34680

i
i
LL
=
)
O

an

£EST
ENGINEERS — SURVEYORS — PLANNERS — SCIENTISTS

24GA27958000

* FAX: (201) 641-1831

N.J. CERTIFICATE OF AUTHORIZATION NO.

330 PHILLIPS AVENUE, SOUTH HACKENSACK, N.J. 07606
TEL: (201) 641-0770

BY

BY

BY

SURVEYED] DRAWN | DESIGNED] CHECKED
BY

DESCRIPTION

DATE

NO.




NOTES

FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, REFER TO SHEETS 11 AND 12.

1.

PERFORMANCE OF THE REPAIRS AT ANY ONE TIME.

3. NO MORE THAN TWO LEVELS WILL BE CLOSED FOR THE
4. WHEN PERFORMING TOP OF DECK REPAIRS, THE

T

CONTRACTOR SHALL ALSO CORDON OFF THE PARKING

DECK AREA IMMEDIATELY BELOW.

TRAFFIC CHANNELING

CONE (TYP.)

STOP SIGN (TYP.)
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SCALE:
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NOTES

SHALL ALSO CORDON OFF THE PARKING DECK AREA

PERFORMANCE OF THE REPAIRS AT ANY ONE TIME.
IMMEDIATELY BELOW.

4. WHEN PERFORMING TOP OF DECK REPAIRS, THE CONTRACTOR

FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, REFER TO SHEETS 11 AND 12,

3. NO MORE THAN TWO LEVELS WILL BE CLOSED FOR THE

1.
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THE PERFORMANCE OF THE REPAIRS AT ANY ONE

TIME.
4. WHEN PERFORMING TOP OF DECK REPAIRS, THE

FOR GENERAL NOTES, SEE SHEET 2.
3. NO MORE THAN TWO LEVELS WILL BE CLOSED FOR

2. FOR REPAIR DETAILS, SEE SHEETS 11 AND 12.
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DATE
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SHEET 1 9

SCALE
AS NOTED

oramne no. 19—107 GARAGE REHAB

MONTCLAIR TOWNSHIP

DESIGNED BY Two
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MONTCLAIR STATE UNIVERSITY
LEVELS 4—-7 PLAN — CONSTRUCTION STAGE II

RED HAWK DECK REHABILITATION

CONTRACTOR SHALL ALSO CORDON OFF THE
PARKING DECK AREA IMMEDIATELY BELOW.
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NEW JERSEY

JOB NO.

DATE

1/3/20

18~107

SCALE:

SHEET 20 OF 20

AS NOTED

*

CONTRACTOR SHALL ALSO CORDON OFF THE PARKING

PERFORMANCE OF THE REPAIRS AT ANY ONE TIME.
DECK AREA IMMEDIATELY BELOW.

4. WHEN PERFORMING TOP OF DECK REPAIRS, THE

FOR GENERAL NOTES, SEE SHEET 2.
2. FOR REPAIR DETAILS, REFER TO SHEET 11 AND 12.

3. NO MORE THAN TWO LEVELS WILL BE CLOSED FOR THE
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