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GENERAL NOTES 1.  ALL WORK SHALL BE GOVERNED BY THE TERMS AND CONDITIONS OF THE GENERAL CONDITIONS OF THE CONTRACT FOR CONSTRUCTION ALL WORK SHALL BE GOVERNED BY THE TERMS AND CONDITIONS OF THE GENERAL CONDITIONS OF THE CONTRACT FOR CONSTRUCTION AND THE REQUIREMENTS OF ALL APPROPRIATE PUBLIC AUTHORITY, REGULATORY AGENCIES, AND/OR LANDLORD.  2.  THE CONTRACTOR SHALL GIVE ALL NOTICES AND COMPLY WITH ALL LAWS, ORDINANCES, REGULATIONS AND ORDERS OF ANY PUBLIC THE CONTRACTOR SHALL GIVE ALL NOTICES AND COMPLY WITH ALL LAWS, ORDINANCES, REGULATIONS AND ORDERS OF ANY PUBLIC AUTHORITY BEARING ON THE PERFORMANCE OF THE WORK INDICATED IN THE CONTRACT DOCUMENTS.  3.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR SECURING ALL NECESSARY APPROVALS, CONTROLLED INSPECTIONS, AS WELL AS THE CONTRACTOR SHALL BE RESPONSIBLE FOR SECURING ALL NECESSARY APPROVALS, CONTROLLED INSPECTIONS, AS WELL AS THEIR ASSOCIATED FEES, FOR ALL TRADES, EXCEPT WHERE SPECIFIED AND AGREED UPON ELSEWHERE.  4.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ARRANGING WITH BUILDING MANAGEMENT FOR ELEVATORS OR OTHER HOISTING THE CONTRACTOR SHALL BE RESPONSIBLE FOR ARRANGING WITH BUILDING MANAGEMENT FOR ELEVATORS OR OTHER HOISTING FACILITIES FOR HANDLING MATERIALS AND REMOVAL OF DEMOLITION DEBRIS.  5.  THE CONTRACTOR SHALL VISIT THE SITE TO BECOME FAMILIAR WITH CONDITIONS THEREON AND TO DETERMINE THE EXTENT OF ALL THE CONTRACTOR SHALL VISIT THE SITE TO BECOME FAMILIAR WITH CONDITIONS THEREON AND TO DETERMINE THE EXTENT OF ALL FACILITIES AND SERVICES REQUIRED TO PERFORM THE WORK IN STRICT ACCORDANCE WITH THE CONTRACT DOCUMENTS.  6.  THE CONTRACTOR SHALL MAINTAIN ONE COPY OF THE LATEST CONTRACT DOCUMENTS INCLUDING ALL CHANGES AT THE JOBSITE FOR THE CONTRACTOR SHALL MAINTAIN ONE COPY OF THE LATEST CONTRACT DOCUMENTS INCLUDING ALL CHANGES AT THE JOBSITE FOR THE USE OF THE ARCHITECT.  7.  THE CONTRACTOR SHALL BE RESPONSIBLE TO THE OWNER FOR THE ACTS AND OMISSIONS OF ALL HIS/HER EMPLOYEES AND ALL THE CONTRACTOR SHALL BE RESPONSIBLE TO THE OWNER FOR THE ACTS AND OMISSIONS OF ALL HIS/HER EMPLOYEES AND ALL SUBCONTRACTORS, THEIR AGENTS AND EMPLOYEES, AND ALL OTHER PERSONS PERFORMING ANY OF THE WORK FOR THE CONTRACTOR.  8.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE INCURRED ANYWHERE WITHIN THE BOUNDARIES OF THE PROPERTY, AND THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE INCURRED ANYWHERE WITHIN THE BOUNDARIES OF THE PROPERTY, AND ANY DAMAGE SHALL BE PROMPTLY REPAIRED TO THE SATISFACTION OF THE OWNER AND ARCHITECT.  9.  DURING THE COURSE OF THE WORK, THE CONTRACTOR SHALL REGULARLY REMOVE ALL UNUSED MATERIAL, RUBBISH, AND DEBRIS FROM DURING THE COURSE OF THE WORK, THE CONTRACTOR SHALL REGULARLY REMOVE ALL UNUSED MATERIAL, RUBBISH, AND DEBRIS FROM THE PROPERTY AND BROOM CLEAN DAILY. THE SITE AND PREMISES SHALL BE KEPT REASONABLY CLEAN, NEAT AND ORDERLY TO THE SATISFACTION OF THE OWNER.  10.  THE CONTRACTOR SHALL CONTROL CLEANING OPERATIONS TO PREVENT DIRT OR DUST FROM LEAVING THE JOBSITE AND INFILTRATING THE CONTRACTOR SHALL CONTROL CLEANING OPERATIONS TO PREVENT DIRT OR DUST FROM LEAVING THE JOBSITE AND INFILTRATING AREAS NOT INVOLVED IN THE PROJECT.  11.  ALL SLAB DRILLING AND CUTTING DONE DURING NORMAL BUSINESS HOURS MUST RECEIVE APPROVAL AND BE COORDINATED WITH ALL SLAB DRILLING AND CUTTING DONE DURING NORMAL BUSINESS HOURS MUST RECEIVE APPROVAL AND BE COORDINATED WITH UNIVERSITY REPRESENTATIVE.   12.  RELOCATION AND/OR INTERRUPTION OF ANY BUILDING UTILITIES INCLUDING, BUT NOT LIMITED TO STEAM, CONDENSATE LINES, RELOCATION AND/OR INTERRUPTION OF ANY BUILDING UTILITIES INCLUDING, BUT NOT LIMITED TO STEAM, CONDENSATE LINES, ELECTRICAL, PLUMBING, TELECOMMUNICATIONS, ETC., MUST BE COORDINATED WITH BUILDING MANAGEMENT AND BE PERFORMED AFTER NORMAL BUSINESS HOURS, OR AS DIRECTED BY THE OWNER.   13.  THE CONTRACTOR SHALL PROVIDE ALL SLAB OPENINGS TO COMPLETE THE GENERAL CONSTRUCTION, HVAC, PLUMBING, SPRINKLER, THE CONTRACTOR SHALL PROVIDE ALL SLAB OPENINGS TO COMPLETE THE GENERAL CONSTRUCTION, HVAC, PLUMBING, SPRINKLER, ELECTRICAL AND ANY OTHER WORK REQUIRED BY THE CONTRACT DOCUMENTS. 14.  THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND SITE CONDITIONS PRIOR TO SUBMITTING BIDS AND SHALL REPORT ANY THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND SITE CONDITIONS PRIOR TO SUBMITTING BIDS AND SHALL REPORT ANY DISCREPANCIES AND/OR CONDITIONS WHICH WOULD INTERFERE WITH THE COMPLETION OF THE WORK TO THE ARCHITECT. COMMENCEMENT OF THE WORK SHALL SIGNIFY ACCEPTANCE OF ANY AND ALL JOBSITE CONDITIONS.  15.  THE CONTRACTOR SHALL SUBMIT CUTS AND SAMPLES OF FINISHES FOR ARCHITECT'S APPROVAL PRIOR TO ORDERING, FABRICATION, OR THE CONTRACTOR SHALL SUBMIT CUTS AND SAMPLES OF FINISHES FOR ARCHITECT'S APPROVAL PRIOR TO ORDERING, FABRICATION, OR COMMENCEMENT OF THE WORK.  16.  WHEN "APPROVED EQUAL," "EQUAL TO", OR WHERE OTHER QUALIFYING TERMS ARE USED, SUBSTITUTIONS SHALL BE BASED SOLELY UPON WHEN "APPROVED EQUAL," "EQUAL TO", OR WHERE OTHER QUALIFYING TERMS ARE USED, SUBSTITUTIONS SHALL BE BASED SOLELY UPON THE REVIEW AND APPROVAL OF THE ARCHITECT. THE BURDEN OF PROOF THAT A PRODUCT OR SYSTEM MEETS OR EXCEEDS THAT WHICH WAS SPECIFIED LIES ENTIRELY ON THE CONTRACTOR.  17.  THE CONTRACTOR SHALL REVIEW AND APPROVE ALL SHOP DRAWINGS AND SUBMITTALS PRIOR TO SUBMISSION TO THE ARCHITECT FOR THE CONTRACTOR SHALL REVIEW AND APPROVE ALL SHOP DRAWINGS AND SUBMITTALS PRIOR TO SUBMISSION TO THE ARCHITECT FOR HIS REVIEW, AND PRIOR TO THE COMMENCEMENT OF THE WORK. SUBMITTAL SHALL BE IN THE FORM OF ELECTRONIC PDF. FILES. 18.  ANNOTATIONS ON ANY PLAN, ELEVATION, SECTION, OR DETAIL ARE APPLICABLE TO ALL PLANS, ELEVATIONS, SECTIONS, AND DETAILS.  ANNOTATIONS ON ANY PLAN, ELEVATION, SECTION, OR DETAIL ARE APPLICABLE TO ALL PLANS, ELEVATIONS, SECTIONS, AND DETAILS.  19.  DO NOT SCALE DRAWINGS. USE DIMENSIONAL NOTATIONS ONLY.  DO NOT SCALE DRAWINGS. USE DIMENSIONAL NOTATIONS ONLY.  20.  ALL DIMENSIONS ARE SHOWN TO FINISH SURFACES UNLESS OTHERWISE NOTED. (IE: FASCIA EDGE TO FASCIA EDGE) ALL DIMENSIONS ARE SHOWN TO FINISH SURFACES UNLESS OTHERWISE NOTED. (IE: FASCIA EDGE TO FASCIA EDGE) 21.  LARGE SCALE DRAWINGS (I.E. SECTIONS, DETAILS, ETC.) TAKE PRECEDENCE OVER SMALL SCALE DRAWINGS. SPECIFICATIONS TAKE LARGE SCALE DRAWINGS (I.E. SECTIONS, DETAILS, ETC.) TAKE PRECEDENCE OVER SMALL SCALE DRAWINGS. SPECIFICATIONS TAKE PRECEDENCE OVER DRAWINGS.  25.  WHERE EXISTING WALLS, FLOORS, ETC., ARE REMOVED, PATCH TO MATCH EXISTING FINISHES, TEXTURE, AND COLOR IN ADJACENT AREA.  WHERE EXISTING WALLS, FLOORS, ETC., ARE REMOVED, PATCH TO MATCH EXISTING FINISHES, TEXTURE, AND COLOR IN ADJACENT AREA.  26.  WHERE MECHANICAL, ELECTRICAL OR PLUMBING DEVICES ARE REMOVED OR INSTALLED IN EXISTING PARTITIONS, THE CONTRACTOR WHERE MECHANICAL, ELECTRICAL OR PLUMBING DEVICES ARE REMOVED OR INSTALLED IN EXISTING PARTITIONS, THE CONTRACTOR SHALL FRAME AND PATCH TO MATCH ALL EXISTING ADJACENT MATERIALS, FINISHES AND FIRE RATINGS.  27.  WHERE DUCTS, ELECTRICAL CONDUIT OR PLUMBING PIPING PASS THROUGH FLOORS, WALLS, OR CEILINGS; CLOSE OFF SPACE BETWEEN WHERE DUCTS, ELECTRICAL CONDUIT OR PLUMBING PIPING PASS THROUGH FLOORS, WALLS, OR CEILINGS; CLOSE OFF SPACE BETWEEN THE PIPE/DUCT AND THE CONSTRUCTION WITH NONCOMBUSTIBLE INSULATION AND PROVIDE SNUG FIT METAL ESCUTHEON CAPS ON BOTH SIDES AND CAULK.  28. THE CONTRACTOR SHALL PROVIDE WALL AND CEILING ACCESS PANELS AS REQUIRED BY THE MECHANICAL, ELECTRICAL AND THE CONTRACTOR SHALL PROVIDE WALL AND CEILING ACCESS PANELS AS REQUIRED BY THE MECHANICAL, ELECTRICAL AND PLUMBING WORK AS DIRECTED BY THE ARCHITECT.  29.  CONTRACTOR TO PROTECT ALL SURROUNDINGS DURING CONSTRUCTION AND CLEAN AFTER CONSTRUCTION IS COMPLETE. PROVIDE SAFETY FENCING AROUND ALL WORK AREAS. 30.  ALL DRAWINGS AND NOTES ARE COMPLIMENTARY AND WHAT IS CALLED FOR BY ONE SHALL BE BINDING AS IF CALLED FOR BY ALL.  ALL DRAWINGS AND NOTES ARE COMPLIMENTARY AND WHAT IS CALLED FOR BY ONE SHALL BE BINDING AS IF CALLED FOR BY ALL.  31. THE CONTRACTOR SHALL PROVIDE TEMP PROTECTION IF THE ROOFING THAT IS REMOVED CAN NOT BE REINSTALLED IN THE SAME DAY.  THE CONTRACTOR SHALL PROVIDE TEMP PROTECTION IF THE ROOFING THAT IS REMOVED CAN NOT BE REINSTALLED IN THE SAME DAY.  32.  SHOULD ANY OF THE WORK BEING REMOVED IS FOUND TO BE STRUCTURAL, NOTIFY THE ARCHITECT IMMEDIATELY OF THE CONDITIONS SHOULD ANY OF THE WORK BEING REMOVED IS FOUND TO BE STRUCTURAL, NOTIFY THE ARCHITECT IMMEDIATELY OF THE CONDITIONS PRIOR TO PERFORMING ANY WORK.  33.  THESE DOCUMENTS DO NOT AUTHORIZE THE REMOVAL OF ASBESTOS OR OTHER HAZARDOUS MATERIALS. THE DETERMINATION OF THE THESE DOCUMENTS DO NOT AUTHORIZE THE REMOVAL OF ASBESTOS OR OTHER HAZARDOUS MATERIALS. THE DETERMINATION OF THE PRESENCE, AND/OR REMOVAL OF THESE MATERIALS IS THE RESPONSIBILITY OF OTHERS.  34.  PROVIDE A MINIMUM OF FOUR (4), 25 LB FIRE EXTINGUISHERS APPROVED  FOR 'A', 'B' AND 'C' TYPE FIRES, TO BE LOCATED AT THE PROVIDE A MINIMUM OF FOUR (4), 25 LB FIRE EXTINGUISHERS APPROVED  FOR 'A', 'B' AND 'C' TYPE FIRES, TO BE LOCATED AT THE ENTRY/EXIT POINTS TO THE SITE. FIRE EXTINGUISHERS ARE TO REMAIN IN WORKING ORDER ON THE FLOORS WHEN CONTRACT WORK IS IN PROGRESS. 35. CONTRACTOR TO PROVIDE AS-BUILT SURVEY AT COMPLETION OF THE PROJECT TO OBTAIN CERTIFICATE OF OCCUPANCY.CONTRACTOR TO PROVIDE AS-BUILT SURVEY AT COMPLETION OF THE PROJECT TO OBTAIN CERTIFICATE OF OCCUPANCY.
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TYP. AROUND BUILDING

TYP. AROUND BUILDING

A3.01

3

TYP. AT RAILINGS

NO WORK ON WALL THAT ABUTTS

PARKING DECK

N.I.C. IN CONTRACT

PARKING DECK

ROOF LEVEL

1. INSTALL SIDEWALK BRIDGES, FENCING, GATES, ETC. TO PROTECT

PEDESTRIANS.  NO ENTRANCES SHALL BE BLOCKED.

2. ENTRANCES SHALL HAVE SIDEWALK BRIDGES INSTALLED THAT WILL

PROTECT OCCUPANTS FROM FALLING DEBRI DURING THE COURSE OF

CONSTRUCTION. COORDINATE WITH MSU ON WHICH SERVICE

ENTRANCES REQUIRE PROTECTION.  INCLUDE PROTECTION FOR  BUS

STOPS AND POINTS OF EGRESS.

3. THE CONTRACTOR IS RESPONSIBLE TO VISIT THE SITE AND OBSERVE

SITE LIMITATIONS FOR STAGING, DUMPSTERS, ACCESS, ETC. AND

ACCOUNT FOR IT IN THEIR BID.

4. ALL LANDSCAPING SHALL BE PROTECTED AND BE THOROUGHLY WET

DOWN BEFORE AND AFTER AND CLEANING PROCEDURE THAT MAY USE

A CHEMICAL CLEANER.

5. ANY REQUIRED SCAFFOLDING, SWING STAGES OR OTHER

COMPONENT REQUIRED FOR THIS WORK SHALL BE ENGINEERED BY

THE CONTRACTORS ENGINEERED FOR PROPER ANCHORAGE AND

SUPPORT.  SUBMIT SIGNED AND SEALED DRAWINGS BY A LICENSED NJ

ENGINEER FOR APPROVAL.

6. ALL DIMENSIONS ARE PROVIDED FOR REFERENCE AND SHALL BE FIELD

VERIFIED

7. REMOVE AND REPLACE ALL SEALANT JOINTS AROUND PERIMETER OF

BUILDING TYP.  NEW SEALANT JOINTS SHALL MATCH COLOR OF

ADJACENT MATERIALS OF MATERIAL THEY ARE BEING INSTALLED IN.

SUBMIT FOR APPROVAL.

8. PATCH GAPS IN EIFS CEILING ABOVE AROUND LIGHT FIXTURE TRIM

RINGS. ENTIRE CEILING TO BE CLEANED AND COATED AS SCHEDULED.

9. INSTALL DOOR STOP AT DOOR AND PATCH EIFS WALL.

10. CLEAN AND COAT CEILING ABOVE AS SCHEDULED.

11. REPLACE SEALANT JOINTS AT SIDEWALK AROUND COLUMN BASES.

12. PROVIDE SAFETY FENCING/BARRICADES AROUND AREAS OF WORK TO

KEEP PEDESTRIANS AT A SAFE DISTANCE FROM THE WORK AREA.
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SIM.

A3.01

4

1. INSTALL SIDEWALK BRIDGES, FENCING, GATES, ETC. TO PROTECT

PEDESTRIANS.  NO ENTRANCES SHALL BE BLOCKED.

2. ENTRANCES SHALL HAVE SIDEWALK BRIDGES INSTALLED THAT WILL

PROTECT OCCUPANTS FROM FOLLOWING DEBRI DURING THE COURSE

OF CONSTRUCTION. COORDINATE WITH MSU ON WHICH SERVICE

ENTRANCES REQUIRE PROTECTION.

3. THE CONTRACTOR IS RESPONSIBLE TO VISIT THE SITE AND OBSERVE

SITE LIMITATIONS FOR STAGING, DUMPSTERS, ACCESS, ETC. AND

ACCOUNT FOR IT IN THEIR BID.

4. ALL LANDSCAPING SHALL BE PROTECTED AND BE THOROUGHLY WET

DOWN BEFORE AND AFTER AND CLEANING PROCEDURE THAT MAY USE

A CHEMICAL CLEANER.

5. ANY REQUIRED SCAFFOLDING, SWING STAGES OR OTHER

COMPONENT REQUIRED FOR THIS WORK SHALL BE ENGINEERED BY

THE CONTRACTORS ENGINEERED FOR PROPER ANCHORAGE AND

SUPPORT.  SUBMIT SIGNED AND SEALED DRAWINGS BY A LICENSED NJ

ENGINEER FOR APPROVAL.

6. ALL DIMENSIONS ARE PROVIDED FOR REFERENCE AND SHALL BE FIELD

VERIFIED

7. REMOVE AND REPLACE ALL SEALANT JOINTS AROUND PERIMETER OF

BUILDING TYP.  NEW SEALANT JOINTS SHALL MATCH COLOR OF

ADJACENT MATERIALS OF MATERIAL THEY ARE BEING INSTALLED IN.

SUBMIT FOR APPROVAL.
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EXTERIOR ELEVATIONS

SCALE:1

EAST ELEVATION

1/8"=1'-0"

1. REPAIRS: INSPECT ENTIRE EIFS FACADE. REMOVE AND REPLACE ELEMENTS SCHEDULED FOR REPLACEMENT AND TREAT

ANY CRACKS AND DAMAGE IN THE FIELD OF THE WALL PER MANUFACTURES INSTRUCTIONS AND THE BELOW SCHEDULE:

A. SURFACES MUST BE SOUND, CLEAN AND DRY PRIOR TO APPLICATION OF COATING OR PRIMER.

B. SPOT CLEAN AREA OF REPAIR TO REMOVE ALL DUST DIRT, MILDEW, LOOSE SUBSTRATE MATERIALS, OR ANY OTHER

CONTAMINANTS THAT CAN INTERFERE WITH ADHESION OF COATINGS. PRESSURE WASH, CHEMICALLY CLEAN, OR

MECHANICALLY PREPARE AS NECESSARY TO PROVIDE A SUITABLE SURFACE FOR APPLICATION OF COATINGS OR

PRIMER.

C. DAMAGED AREAS  LESS THAN 3 IN X 3 IN IN SIZE SHALL BE REPAIRED USING DRYVIT RAPIDPATCH. APPLY AT A

THICKNESS OF 3/4 IN – 1 IN (19 MM – 25 MM) ALLOWED TO CURE FOR 7 DAYS BEFORE APPLYING COATING SYSTEM.

D. CRACK REPAIR - ALL CAULKING, PATCHING, CRACK REPAIR MATERIALS AND JOINT SEALANTS SHOULD BE INSTALLED

PRIOR TO APPLICATION OF THE ELASTOMERIC COATING. POLY-1 REINFORCEMENT FABRIC EMBEDDED INTO WET COAT

OF AF-135 SHALL BE USED WHERE NECESSARY.

a. STATIC CRACKS UP TO 1/8 IN

CLEAN CRACK AND REMOVE ALL LOOSE MATERIALS.

APPLY AF-315 DIRECTLY OVER THE CRACK AND FEATHER OUT A MINIMUM OF 3”

b. STATIC CRACKS FROM 1/8 TO 1/4 IN

CHIP OR GRIND OUT CRACK TO 1/4 IN WIDE BY 1/4 IN DEEP

CLEAN AND REMOVE ALL LOOSE MATERIALS

FILL GROOVE WITH AF-315

APPLY AF-315 DIRECTLY OVER THE CRACK AND FEATHER OUT A MINIMUM OF 3” ON EACH SIDE

c. STATIC CRACKS OVER 1/4 IN.

CLEAN CRACK AND REMOVE ALL LOOSE MATERIALS.

REPAIR CRACK WITH NON-SHRINKING POLYMER MODIFIED CEMENTITIOUS PATCHING MORTAR AND ALLOW TO CURE

7 DAYS.APPLY AF-315 DIRECTLY OVER THE REPAIRED CRACK AND FEATHER OUT A MINIMUM OF 3” ON EACH SIDE

d. DYNAMIC CRACKS 1/16 TO 1/2 IN.

CHIP OR GRIND OUT CRACK SO THAT WIDTH IS EQUAL TO DEPTH (MINIMUM 1/4 IN.)

CLEAN CRACK AND REMOVE ALL LOOSE MATERIALS.

FILL CRACK WITH HIGH GRADE URETHANE SEALANT. TOOL INTO JOINT AND ALLOW TO CURE FOR 24 HOURS.

APPLY AF-315 DIRECTLY OVER THE REPAIRED CRACK AND FEATHER OUT A MINIMUM OF 3” ON EACH SIDE

2. CLEANING: ONCE ALL REPAIRS ARE COMPLETE THE ENTIRE EXTERIOR SHALL BE CLEANED.  EIFS AND STONE ON THE

EXTERIOR FACADE SHALL BE FULLY CLEANED OF EXISTING BIOLOGICAL MATTER, DUST, DIRT, MILDEW, LOOSE SUBSTRATE

MATERIALS, OR ANY OTHER CONTAMINANTS.  ONLY EIFS WILL RECEIVE A NEW COATING SO SURFACE PREP MUST REMOVE

ANY SURFACE CONDITIONS THAT CAN INTERFERE WITH ADHESION OF COATING. CHEMICALLY CLEAN WASH DOWN AND

MECHANICALLY PREPARE SURFACE AS NECESSARY TO PROVIDE A SUITABLE SURFACE FOR APPLICATION OF COATINGS

OR PRIMER AND STAINING.

STONE WORK CLEANING SHALL BE COMPLETED WITH PROSCO 2010 ALL SURFACE CLEANER.

EIFS CLEANING: SHALL BE COMPLETED WITH PROSOCO EIFS CLEAN AND PREP.

CONTRACTOR SHALL BEFORE MOCKUP OF EACH CLEANER TO DETERMINE BEST PRODUCT TO USE.    THE MOCK UP SHALL

ALSO DETERMINE THE DILUTION RATE OF THE PRODUCT. FOLLOW MANUFACTURES INSTRUCTIONS FOR APPLICATION.

EACH FACADE SHALL BE FULLY CLEANED INCLUDING ALL WINDOWS, LOUVERS, GLASS, DOORS, ETC.

3. COATING: ONCE WALLS HAVE BEEN CURED AND CLEANED ALL EIFS AND EPS TRIM SHALL BE COATED IN THE SCHEDULED

COATING:  INSTALL THE ACRYMAX AF-135 COATING SYSTEM USING MINIMUM COVERAGE INDICATED IN THE

MANUFACTURER'S GUIDELINES.

A. IF AND WHERE NECESSARY, INSTALL POLY-1 REINFORCEMENT FABRIC BY EMBEDDING INTO WET COAT OF AF-135.

B. APPLY ELASTOMERIC COATING SYSTEM.

C. APPLY MINIMUM OF 2 COATS OF AF-135 TO ACHIEVE MINIMUM 15 MILS DRY FILM THICKNESS. MINIMUM APPLICATION 

RATE OF 0.75 - 0.80 GALLONS PER 100 SQ. FT
D. CONTRASTING COLORS RECOMMENDED FOR EACH COAT IN THE SYSTEM.

E. ALLOW TO DRY MINIMUM OF 4 HOURS BETWEEN COATS.

F. MAINTAIN A WET EDGE TO PREVENT LAP MARKS AND CONTINUE WORK TO A NATURAL BREAK POINT SUCH AS PANEL

EDGE, CORNER, OR SEAM.

G. IF NECESSARY APPLY ADDITIONAL AF-135 WHERE REQUIRED, TO INSURE THAT THE MINIMUM 15 MILS TOTAL DRY FILM

THICKNESS IS ACHIEVED.

4.   SEALANT REPLACEMENT:

A. RAKE OUT ALL OLD SEALANT JOINTS AND BACKER RODS.

B. PRIME SUBSTRATE AS REQUIRED BASED ON MOCKUP AND PULL TEST.

C. INSTALL NEW BACKER ROD AND SCHEDULED SEALANT TOOLED CONCAVE.

D. NEW SEALANT SHALL BE COLOR MATCHED TO EXISTING.

5. PAINTING:

A. PREPARE, PRIME AND PAINT EXTERIOR HOLLOW METAL DOORS AND FRAMES, CHINA WHITE.

B. PREPARE, PRIME AND PAINT EXTERIOR STEEL BRACKETS, MSU RED.

C. PREPARE, PRIME AND PAINT EXTERIOR STEEL RAILINGS, MSU RED.

D. PREPARE, PRIME AND PAINT LEADER BOOTS, CHINA WHITE.

E. PREPARE, PRIME AND PAINT EXTERIOR STEEL PANELS, CHINA WHITE.

6.  GUTTERS AND LEADERS:

A. CLEAN OUT ALL GUTTERS AND LEADERS

B. INSPECT ALL JOINTS AND SOLDER AND SEAL ALL OPEN JOINTS.

C. REPITCH GUTTERS THAT ARE PITCHED IMPROPERLY

D. INSTALL MISSING BRACKETS ON GUTTERS AND LEADERS

E. INSTALL MISSING SECTION OF LEADER ON WEST ELEVATION.

SCHEDULE OF PROCEDURES
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KASSER THEATER 

FACADE REPAIRS

PROJECT LOCATION

ISSUED FOR REVIEW10.1.19

ISSUED FOR BID/PERMITS10.22.19

1. WHERE A TYPICAL REPAIR IS NOTED IT SHALL APPLY TO THE ENTIRE EXTERIOR FACADE OF THE

BUILDING U.O.N. TYPICAL LOCATIONS HAVE BEEN INDICATED ON THE DRAWINGS BUT IT IS THE

RESPONSIBILITY OF THE CONTRACTOR TO VISIT THE SITE TO SEE FULL EXTENT AND THEN REFER TO

THE APPROPRIATE REPAIR DETAIL AND SPECIFICATION.

2. ALL SEALANT JOINTS ARE BEING RAKED OUT AND CLEANED AND REPLACED WITH NEW BACKER ROD

AND SEALANT. 

3. SEALANT JOINTS TO BE TOOLED CONCAVE. 

4. AT TERMINATION POINTS  OF WALLS SEALANT JOINTS SHALL HAVE  CLEAR WEEP TUBES INSTALLED

AT 32" O.C..

5. ALL SEALANT JOINTS ON THE EXTERIOR OF THE BUILDING WILL BE REPLACED.  THOSE SEALANTS

BEING INSTALLED SHALL MATCH THE COLOR OF THE EXISTING.  PROVIDE CUSTOM COLOR MATCHING

WHERE REQUIRED TO MATCH EXISTING MATERIALS.

6. TYPICAL AREAS FOR JOINT REPLACEMENT IS INDICATED ON THE DRAWINGS, THIS DOES NOT GIVE

EXCEPTION TO AREAS NOT CALLED OUT.  ALL AREAS WILL BE REPLACED.  AREAS OF QUESTION SHALL

BE BROUGHT TO THE ATTENTION OF THE ARCHITECT.

7. BEFORE ANY WORK COMMENCES FIELD MOCK-UPS MUST BE PERFORMED TO DETERMINE

ACCEPTABLE INSTALLATION AND COLOR MATCH.  SEALANTS IN THESE MOCK-UPS MUST CURE FULLY

PERFORM SEALANT REP PERFORMS TESTING.

8. ALL FACADES TO BE CLEANED PER SPECIFICATIONS. JOINT SURFACES  SHALL BE CLEANED AND

PRIMED DIRECTLY AROUND JOINTS TO INSURE PROPER ADHESION PER MANUFACTURERS

INSTRUCTIONS.

9. PHASING OF WORK SHALL BE COORDINATED WITH THE UNIVERSITY AND NO EGRESS COMPONENTS

SHALL BE BLOCKED.

10. BUILDING OCCUPANTS SHALL BE PROTECTED AT ALL TIMES.

11. ANY BUILDING MOUNTED EQUIPMENT, DEVICES, LIGHT FIXTURES, SURFACE MOUNT EQUIPMENT THAT

IS ATTACHED OVER TOP OF THE EIFS SHALL BE TEMPORARILY COVERED AND PROTECTED. ONCE

WORK IS COMPLETE INSTALL SEALANT AROUND FACE ATTACHED TO BUILDING.

GENERAL NOTES:

SCALE:2

EAST ELEVATION-STOREFRONT UNDER LOGGIA

1/8"=1'-0"

SCALE:3

NORTH TOWER ELEVATION

1/8"=1'-0"

SCALE:4

WEST TOWER ELEVATION

1/8"=1'-0"

SEE A2.01 FOR SCHEDULE OF PROCEDURES AND REFER

TO SPECIFICATIONS FOR FURTHER INFORMATION

NOTE
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